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Metal Clad Consumer Units / 18th Edition Consumer Units / MCB / RCD / 

RCBO / Metal Enclosures /  AC Contactor / SPD / Isolators / Fused Switch / 

Socket / Accessories



Live Electrical Distribution (UK) Ltd was founded in November ����. 

Since then we have continuously evolved and improved our product 

range to meet the needs of our customers. Our philosophy is simple - 

we offer a quality product, at a low cost, with swift delivery.

Here at Live, we believe our success is down to the way we treat our 

employees and customers. Every member of our team plays a vital 

part in the operation and every customer is valued as much as the 

next. We always aim to provide the highest level of customer service, 

from the moment we receive your enquiry until after you've received 

your order. This attitude has helped us develop and maintain our 

customer base year on year, since the day we opened our doors.

ABOUT US 

sales@liveelectrical.co.uk 

www.liveelectrical.co.uk



MCB RCBO 

AND RCD

Contactor AND 

OVERLOAD RELAY

Single Phase Energy Meter

Digital TimeR Bell Transformer

Rotary Isolator and 

Industrial Connector

Limit Switch

Fuse and Fuse Holder

Switch and Socket

POWER TRACK SOCKET

Outdoor String Light 

and LED Lamp Globe

PLASTIC JUNCTION BOX& JUNCTION 

BOX WITH TRANSPARENT LID

Junction Box

Plastic Junction Box

Junction Box

Terminal Blocks

Mini Junction box 
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Outdoor String Light

LED Lamp Globe

Outdoor String Light

LED Lamp Globe

LED Plant Growth Lights

LED Plant Growth Bulb
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Track Socket

Track Socket Modules
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Touch Light Switch

White RCD Socket

Metal Clad RCD Socket

RCD Spur Unit

�� Amps Switched Socket With USB Charger

IP �� Socket Box

RCD Socket With Metal Panel

White RCD Socket

RCD Socket Metal Panel

��Amps Weatherproof Socket IP��

��Amps Weatherproof Switch IP��

��Amps Weatherproof Socket IP��

��Amp Weatherproof Switch
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Fuse

Fuse Holder
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Limit Switch ���/���

Single Phase Energy Meter

Bell Transformer

Single Module Digital Timer

Double Module Digital Timer

WiFi Circuit Breaker Switch
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Weatherproof Rotary lsolator Switch

Interlocked Switched Sockets

Changeover Switch IP��

Waterproof Isolator Switch

Metal Waterproof Isolator Switch 

Industrial Plugs, sockets, connectors
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Miniature Circuit Breakers 

Miniature Circuit Breakers 

Miniature Circuit Breakers 

Type A RCBO with Switched Neutral Line

Twin Switch Type A RCBO Double Pole

Standard RCBO

Type A mini RCBO

Type A RCBO Single Module

Type A RCBO Double Pole

Type A RCBO

��KA Arc Fault Detection Device With RCBO

�KA Arc Fault Detection Device With RCBO

Residual Current Devices

Type A Residual Current Devices

� Pole Type A Residual Current Devices

Type B Residual Current Circuit Breaker(RCCB)
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MAC Modular AC Contactor

Household DC Coil AC Contactor

LAC Modular AC contactor

Hot Overload Relay
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Metal Surge Protection Populated Unit (Surface Mounted)
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CONSUMER UNIT AND

ENCLOSURE

Metal Consumer unit Enclosure

Metal Main Switch (���A) Incomer

Metal RCD Incomer

Metal RCD Split Load

Metal RCD Split Load Populated with MCB Unit

Metal Surge Protected RCD Split Load Populated with MCB Unit
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Metal Fused Box And 

Fused Main Switch

Main Switch

Garage Unit

EV charging Unit 

TP & N 

Distribution Board

Surge 

Protective Device

�-Phase Metal Switch Fuse Box (Surface Mounted)

Metal Fused Box (Surface Mounted)

Metal Main Switch Enclosure

Metal ���A Changeover Switch box

Metal Fused Box

Fused Main Switch

Metal Switch Fuse
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Main Switch-Input Double Terminal

Main Switch 
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Mini Garage Unit IP�� (Surface Mounted)

Garage Unit IP�� (Surface Mounted)

Garage Unit IP�� (Flush Mounted)

Garage Unit IP�� (Surface Mounted)

�Way IP�� Metal Surge Protection Mini Garage Unit

�Way IP�� Metal Surge Protection Mini Garage Unit
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Mini Garage Unit IP��

Garage Unit IP��
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Electric Vehicle Charging Unit
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Metal Enclosure IP��

TP & N Distribution Board

TP&N Surge Protection Distribution Board

Extended metal enclosure for ���A TPN board

Extended metal enclosure for ���A TPN board
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Surge Protective Device

SA Range Surge Protective Device
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METAL CONSUMER UNIT 

ENCLOSURE

Smart EV Charging Station 

with Socket outlet

R290 Air Source 

Heat Pump

Treasure the resources 

sustainable use

ACCESSORIES

Plastic Blanking Cover

Padlock

Metal Consumer unit Mounting Bracket

Connector Block

Mushroom Head Stop Push Button

Mushroom Head Emergency Button

Copper Busbar

Earth Rods

Accessories

PG Thread Type Nylon Cable Gland

Cable Gland
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��Way Solar Consumer Unit

��Way Solar Consumer Unit

DC Miniature Circuit Breakers

�P DC Miniature Circuit Breaker

DC Surge Protection Device

Photovoltaic Fuse Holder

Photovoltaic Fuse

Photovoltaic DC Switch

DC Rotary Isolator

DC Rotary Isolator Switch

Photovoltaic Gland Connector

Fuse Connector

Type -T Branch Connector

Type -Y Photovoltaic Branch Connector

Solar DC Connector Spanners

Diode connector
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R��� Air Source Heat Pump ���

Smart EV Charging Station with Socket outlet ���
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Retained Screws

Knock out on top 

and bottom

Laser logo

��mm

Knock Outs

� on each side

Surge protection Device

Auto Disconnect

Avaliable from �-�� modules Single stack

�� ��

��������

Spirit Level

Lock available

Main Switch Double 

Wiring Terminal

Lid installation clip

02www.liveelectrical.co.uk sales@liveelectrical.co.uk 03www.liveelectrical.co.uk sales@liveelectrical.co.uk 



04www.liveelectrical.co.uk sales@liveelectrical.co.uk 05www.liveelectrical.co.uk sales@liveelectrical.co.uk 

Consumer unit enclosures supplied with blank, Neutral Cable, Busbar, Neutral & Earth Terminal bar, Din Rail, cable gland. 

Fully enclosed metal construction body with drop down metal lid. 

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom,��mm on the sides, and back plus larger slots. 

Raised key holes for secure easy installation. 

Raised Din rail improves cable routing. 

Large and accessible wiring space, with extra space for RCBOs, MCBs.

Flexible connection allows for various configurations of protected ways.

Lockable lids.

Modern style finished in white polyester powder coating to RAL����.

Installation clip, busbar caps.

IP��.

BSEN�����-�.

Part No Description

LSMC��

LSMC��

LSMC��

LSMC��

LSMC��

LSMC��

LSMC��

LSMC��

LSMC��

� Way Metal clad Consumer Unit Enclosure

� Way Metal clad Consumer Unit Enclosure

� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

LSMC�� �� Way Metal clad Consumer Unit Enclosure

Metal Consumer Units Metal Consumer Units

Consumer unit enclosures supplied with blank, Neutral Cable, Busbar, Neutral & Earth Terminal bar, Din Rail,cable gland. 

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom,��mm on the sides, and back plus larger slots. 

Raised key holes for secure easy installation. 

Raised Din rail improves cable routing. 

Large and accessible wiring space, with extra space for RCBOs, MCBs.

Flexible connection allows for various configurations of protected ways.

Lockable lids.

Modern style finished in white polyester powder coating to RAL����.

Installation clip, busbar caps.

IP��.

BSEN�����-�.

FMC��

FMC��

FMC��

FMC��

FMC��

FMC��

FMC��

FMC��

� Way Flush Metal clad Consumer Unit Enclosure

� Way Flush Metal clad Consumer Unit Enclosure

� Way Flush Metal clad Consumer Unit Enclosure

�� Way Flush Metal clad Consumer Unit Enclosure

�� Way Flush Metal clad Consumer Unit Enclosure

�� Way Flush Metal clad Consumer Unit Enclosure

�� Way Flush Metal clad Consumer Unit Enclosure

��Way Flush Metal clad Consumer Unit Enclosure

FMC�� ��Way Flush Metal clad Consumer Unit Enclosure

Design Features Design Features

Surface Mounted Flush Mounted
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Metal Main Switch Incomer Surface Mounted Metal Main Switch Incomer Flush Mounted

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with DP ���A  main Switch.

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with DP ���A  main Switch.

LSMC��/���

LSMC��/���

LSMC��/���

LSMC��/���

LSMC��/���

LSMC��/���

LSMC��/���

LSMC��/���

LSMC��/���

LSMC��/���

� Way Metal Clad Consumer Unit c/w ���A Main Switch (� usable ways)

� Way Metal Clad Consumer Unit c/w ���A Main Switch (� usable ways)

� Way Metal Clad Consumer Unit c/w ���A Main Switch (� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch (� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch (�� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch (�� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch (�� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch (�� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch (�� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch (�� usable ways)

FMC��/���

FMC��/���

FMC��/���

FMC��/���

FMC��/���

FMC��/���

FMC��/���

FMC��/���

FMC��/���

� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (� usable ways)

� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (� usable ways)

� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (�� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (�� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (�� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (�� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ���A 

Main Switch (�� usable ways)

Design Features Design Features
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Surface MountedMetal RCD Incomer Flush MountedMetal RCD Incomer

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with type A DP RCD.

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with type A DP RCD.

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

�� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

�� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

�� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (�� usable ways)

�� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (�� usable ways)

LSMC��-RC��

LSMC��-RC��

LSMC��-RC��

LSMC��-RC��

LSMC��-RC��

LSMC��-RC��

LSMC��-RC��

LSMC��-RC��

LSMC��-RC��

LSMC��-RC��

FMC��-RC��

� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (� usable ways)

� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (� usable ways)

� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (� usable ways)

� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (� usable ways)

� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (� usable ways)

� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (�� usable ways)

�� Way Flush Metal Clad Consumer Unit c/w ��A ��mA 

RCD (�� usable ways)

FMC��-RC��

FMC��-RC��

FMC��-RC��

FMC��-RC��

FMC��-RC��

FMC��-RC��

FMC��-RC��

FMC��-RC��

FMC��-RC��

Design Features Design Features
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Flush MountedMetal RCD Split Load

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with � DP type A RCD.

Fitted with DP ���A/���A main Switch.

FMC����TR

FMC����TR

FMC����TR

FMC����TR

FMC����TR

FMC����TR

FMC�����TR/���

FMC�����TR/���

FMC�����TR/���

FMC����TR

FMC����TR

FMC�����TR/���

�� Way Flush Split Load c/w ���A Main Switch

 / �x��A ��mA RCD (� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 / �x��A ��mA RCD (� usable ways)

�� Way Flush Split Load c/lw ���A Main Switch

 / �x��A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 / �x��A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 / �x��A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 / �x��A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 / �x���A ��mA RCD (� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 / �x���A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 /�x���A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

/� x ��A ��mA RCD(�� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 / �×��A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main Switch

 / �x���A ��mA RCD(�� usable ways)

Surface MountedMetal RCD Split Load

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with � DP type A RCD.

Fitted with DP ���A/���A main Switch.

LSMC����TR

LSMC����TR

LSMC����TR

LSMC����TR

LSMC����TR

LSMC����TR

LSMC����TR

LSMC����TR

LSMC����TR

LSMC����TR

LSMC�����TR/���

LSMC�����TR/���

LSMC�����TR/���

LSMC�����TR/���

LSMC�����TR/���

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD

(� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD

(� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD

(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD

(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD

(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD

(�� usable ways)

�� Way Split Load c/w ���A Main Switch/� x ��A ��mA RCD

(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD

(�� usable ways)

��Way Split Load c/w ���A Main Switch / �×��A ��mA RCD

(�� usable ways)

��Way Split Load c/w ���A Main Switch / �×��A ��mA RCD 

(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD

(� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD

(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD

(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD

(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD

(�� usable ways)

Design Features Design Features

W

H

D DW

H

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty
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Description
W

(mm)
H

(mm)
D

(mm) Box QtyFlush
（W）

Flush
（H）

Flush
（D）Part No
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Flush MountedSurface MountedMetal RCD Split Load with Surge Protection Metal RCD Split Load with Surge Protection

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DlN rail ,cable gland. 

Fitted with � DP type A RCD.

Fitted with DP ���A/���A main Switch.

Fitted with ��/��kA T� DP Surge Protective Device (SP��� �P+N/�).

LSMC����TR-SP

LSMC����TR-SP

LSMC����TR-SP

LSMC����TR-SP

LSMC����TR-SP

LSMC����TR-SP

LSMC����TR-SP

LSMC����TR-SP

LSMC����TR-SP

LSMC����TR-SP

LSMC�����TR/���-SP

LSMC�����TR/���-SP

LSMC�����TR/���-SP

LSMC�����TR/���-SP

LSMC�����TR/���-SP

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD + ��/��kA DP Surge Protective Device (� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD + ��/��kA DP Surge Protective Device(� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD + ��/��kA DP Surge Protective Device(� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD + ��/��kA DP Surge Protective Device(� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD + ��/��kA DP Surge Protective Device(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD + ��/��kA DP Surge Protective Device(�� usable ways)

�� Way Split Load c/w ���A Main Switch/� x ��A ��mA 
RCD+ ��/��kA DP Surge Protective Device(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD+ ��/��kA DP Surge Protective Device (�� usable ways)

��Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD + ��/��kA DP Surge Protective Device(�� usable ways)

��Way Split Load c/w ���A Main Switch / �×��A ��mA 
RCD+ ��/��kA DP Surge Protective Device (�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA 
RCD+ ��/��kA DP Surge Protective Device(� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA 
RCD + ��/��kA DP Surge Protective Device(� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA 
RCD + ��/��kA DP Surge Protective Device(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA 
RCD + ��/��kA DP Surge Protective Device(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA 
RCD+ ��/��kA DP Surge Protective Device(�� usable ways)

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DlN rail ,cable gland. 

Fitted with � DP type A RCD.

Fitted with DP ���A/���A main Switch.

Fitted with ��/��kA T� DP Surge Protective Device (SP��� �P+N/�).

FMC����TR-SP

FMC����TR-SP

FMC����TR-SP

FMC����TR-SP

FMC����TR-SP

FMC����TR-SP

FMC����TR-SP

FMC����TR-SP

FMC�����TR/���-SP

FMC�����TR/���-SP

FMC�����TR/���-SP

FMC�����TR/���-SP

�� Way Flush Split Load c/w ���A Main 

Switch / �×��A ��mA RCD (� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �×��A ��mA RCD (� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �×��A ��mA RCD (� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �×��A ��mA RCD (� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch/� x ��A ��mA RCD(�� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �×��A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch/� x ��A ��mA RCD(�� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �×��A ��mA RCD (�� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �x���A ��mA RCD(� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �x���A ��mA RCD (� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �x���A ��mA RCD(�� usable ways)

�� Way Flush Split Load c/w ���A Main 

Switch / �x���A ��mA RCD(�� usable ways)

Design Features Design Features

W

H

D DW

H

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty
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Description W
(mm)

H
(mm)

D
(mm) Box QtyFlush

（W）
Flush
（H）

Flush
（D）Part No
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Metal RCD Split load Populated with MCB Unit

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with � type A DP RCD.

Fitted with DP ���A/���A main Switch.

Fitted with MCBs.

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with � type A DP RCD.

Fitted with DP ���A main Switch.

Fitted with MCBs.

LSMC����TR-A

LSMC����TR-A

LSMC����TR-A

LSMC����TR-A

LSMC����TR-A

LSMC����TR-A

LSMC����TR-A

LSMC����TR-A

LSMC����TR-A

LSMC����TR-A

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+� MCBs 

(�x�A,�x��A,�x��A,�x��A)

�� Way Split Load c/w ���A Main Switch /�x��A ��mA RCD+� MCBs 

(�x�A,�x��A,�x��A, �x��A)

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+�� MCBs 

(�x�A,�x��A,�x��A,�x��A)

�� Way Split Load c/w ���A Main Switch /�x��A ��mA RCD+�� MCBs 

(�x�A,�x��A,�x��A,�x��A)

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+�� MCBs

(�x�A,�x��A,�x��A,�x��A)

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+�� MCBs

(�x�A,�x��A,�x��A,�x��A)

�� Way Split Load c/w ���A Main Switch /�x��A ��mA RCD+�� MCBs 

(�x�A,�x��A,�x��A,�x��A,�x��A)

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+�� MCBs 

(�x�A,�x��A,�x��A,�x��A,�x��A)

�� Way Split Load c/w ���A Main Switch /� x ��A ��mA RCD+�� MCBs 

(�x�A,�x��A,�x��A,�x��A, �x��A)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD+�� MCBs 

(�×�A, �×��A, �×��A, �×��A,�×��A)

Metal RCD Split load Populated with MCB Unit 

FMC����TR-A

FMC����TR-A

FMC����TR-A

FMC����TR-A

FMC����TR-A

FMC����TR-A

FMC����TR-A

FMC����TR-A

�� Way Flush Split Load c/w ���A Main Switch / �x��A ��mA 

RCD+� MCBs(�x�A,�x��A,�x��A,�x��A)

�� Way Flush Split Load c/w ���A Main Switch /�x��A ��mA 

RCD+� MCBs (�x�A,�x��A,�x��A,�x��A)

�� Way Flush Split Load c/w ���A Main Switch / �x��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�x��A,�x��A)

�� Way Flush Split Load c/w ���A Main Switch /�x��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�x��A,�x��A)

�� Way Flush Split Load c/w ���A Main Switch / �x��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�X��A,�x��A,�x��A)

�� Way Flush Split Load c/w ���A Main Switch / �x��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�X��A,�x��A,�x��A)

�� Way Flush Split Load c/w ���A Main Switch / �×��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�x��A,�x��A, �x��A)

�� Way Flush Split Load c/w ���A Main Switch / �×��A ��mA 

RCD+�� MCBs (�×�A, �×��A, �×��A, �×��A,�×��A)

Design Features Design Features

Flush MountedSurface Mounted

W

H

D DW

H

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty
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Description W
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H
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D
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Box 
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Flush
（H）

Flush
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�� Way Flush Split Load c/w ���A Main Switch/�x��A 

��mA RCD+�MCBs(�x�A,�x��A,�x��A,�x��A)+��/��kA 

DP Surge Protective Device

�� Way Flush Split Load c/w ���A Main Switch/�x��A 

��mA RCD+�MCBs(�x�A,�x��A,�x��A,�x��A)+��/��kA 

DP Surge Protective Device

�� Way Flush Split Load c/w ���A Main Switch / �x��A 

��mA RCD+�MCBs(�x�A,�x��A,�x��A,�x��A+��/��kA 

DP Surge Protective Device)

�� Way Flush Split Load c/w ���A Main Switch / �x��A 

��mA RCD+�� MCBs(�x�A,�x��A,�X��A,�x��A,�x��A)+

��/��kA DP Surge Protective Device

�� Way Flush Split Load c/w ���A Main Switch / �×��A 

��mA RCD+�� MCBs(�x�A, �x��A, �x��A, �x��A, �x��A)+ 

��/��kA DP Surge Protective Device

�� Way Flush Split Load c/w ���A Main Switch / �×��A 

��mA RCD+�� MCBs(�x�A, �x��A, �x��A, �x��A, �x��A)+ 

��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch/�x��A ��mA RCD+�MCBs

(�x�A,�x��A,�x��A,�x��A)+��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch/�x��A ��mA RCD+�MCBs

(�x�A,�x��A,�x��A,�x��A)+��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+�MCBs

(�x�A,�x��A,�x��A,�x��A+��/��kA DP Surge Protective Device)

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+��MCBs

(�x�A,�x��A,�x��A,�x��A)+��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+��MCBs

(�x�A,�x��A,�x��A,�x��A)+��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD+��MCBs

(�x�A,�x��A,�x��A,�x��A,�x��A)+��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD+�� MCBs

(�x�A, �x��A, �x��A, �x��A, �x��A) + ��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD+�� MCBs

(�x�A, �x��A, �x��A, �x��A, �x��A) + ��/��kA DP Surge Protective Device

16www.liveelectrical.co.uk sales@liveelectrical.co.uk 17www.liveelectrical.co.uk sales@liveelectrical.co.uk 

Metal Surge Protected RCD Split load Populated with MCB Unit

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland.

Fitted with � type A DP RCD.

Fitted with DP ���A/���A main Switch.

Fitted with MCBs.

Fitted with ��/��kA T� DP Surge Protective Device (SP��� �P+N/�).

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with � type A DP RCD.

Fitted with DP ���A main Switch. 

Fitted with MCBs.

Fitted with ��/��kA T� DP Surge Protective Device (SP��� �P+N/�).

Metal Surge Protected RCD Split load Populated with MCB Unit 

FMC����TR-AS

FMC����TR-AS

FMC����TR-AS

FMC����TR-AS

LSMC����TR-AS

LSMC����TR-AS

LSMC����TR-AS

LSMC����TR-AS

LSMC����TR-AS

LSMC����TR-AS

LSMC����TR-AS

LSMC����TR-AS

FMC����TR-AS

FMC����TR-AS

Design Features Design Features

Flush MountedSurface Mounted

W

H

D DW

H

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty
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H
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D
(mm) Box QtyFlush

（W）
Flush
（H）

Flush
（D）
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�Way Flush Split Load c/w ���A Main Switch/and ��/��kA 

DP Surge Protective Device+�AMRs (�x��A)

�Way Flush Split Load c/w ���A Main Switch/and ��/��kA 

DP Surge Protective Device+�AMRs (�x�A,�X��A,�x��A)

�Way Flush Split Load c/w ���A Main Switch/and ��/��kA 

DP Surge Protective Device+�AMRs

 (�x�A,�x��A, �x��A,�x��A,�x��A)

��Way Flush Split Load c/w ���A Main Switch/and ��/��kA 

DP Surge Protective Device+�AMRs 

(�x�A,�x��A,�x��A, �x��A,�x��A)

��Way Flush Split Load c/w ���A Main Switch/and ��/��kA 

DP Surge Protective Device+�AMRs 

(�x�A,�x��A,�x��A, �x��A,�x��A)

��Way Flush Split Load c/w ���A Main Switch/and ��/��kA 

DP Surge Protective Device+��AMRs 

(�x�A,�x��A,�x��A, �x��A,�x��A)

��Way Flush Split Load c/w ���A Main Switch/and ��/��kA 

DP Surge Protective Device+��AMRs 

(�x�A,�x��A,�x��A, �x��A,�x��A,�x��A)

��Way Flush Split Load c/w ���A Main Switch/and ��/��kA 

DP Surge Protective Device+��AMRs 

(�x�A,�x��A, �x��A,�x��A, �x��A,�x��A)

��Way Flush Split Load c/w ���A Main Switch/ and ��/��kA 

DP Surge Protective Device+��AMRs

(�x�A, �x��A, �x��A, �X��A,�x��A, �x��A)

18www.liveelectrical.co.uk sales@liveelectrical.co.uk 19www.liveelectrical.co.uk sales@liveelectrical.co.uk 

Flush MountedSurface Mounted

Part No Description

Metal Surge Protected RCBO Populated Unit Metal Surge Protected RCBO Populated Unit 

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with DP ���A/���A main Switch. 

Fitted with type A RCBOs .

Fitted with ��/��kA T� DP Surge Protective Device (SP��� �P+N/�).

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with DP ���A main Switch.

Fitted with type A RCBOs.

Fitted with ��/��kA T� DP Surge Protective Device (SP��� �P+N/�).

LSMC�� SR/���

LSMC�� SR/���

LSMC�� SR/���

LSMC�� SR/���

LSMC�� SR/���

LSMC�� SR/���

LSMC�� SR/���

LSMC�� SR/���

LSMC�� SR/���

LSMC�� SR/���

�Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+�AMRs (�x��A)

�Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+�AMRs (�x�A,�X��A,�x��A)

�Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+�AMRs (�x�A,�x��A, �X��A,�X��A,�x��A)

��Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+�AMRs (�x�A,�x��A,�X��A, �x��A,�x��A)

��Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+�AMRs (�x�A,�x��A,�X��A,�x��A,�x��A)

��Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+��AMRs (�x�A,�x��A,�X��A,�x��A,�x��A)

��Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+��AMRs (�x�A,�x��A,�x��A,�x��A,�x��A,�x��A)

��Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+��AMRs (�x�A,�x��A, �x��A,�x��A,�x��A,�x��A)

��Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective 

Device+��AMRs (�x�A,�x��A,�x��A, �x��A,�x��A,�x��A)

��Way Split Load c/w ���A Main Switch/ and ��/��kA DP Surge Protective

Device+��AMRs(�x�A, �x��A, �x��A, �X��A,�x��A, �x��A)

FMC�� SR/���

FMC�� SR/���

FMC�� SR/���

FMC�� SR/���

FMC�� SR/���

FMC�� SR/���

FMC�� SR/���

FMC�� SR/���

FMC�� SR/���

Design Features Design Features

W
(mm)

H
(mm)

D
(mm)

Box 
Qty
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Flush
（W）

Flush
（H）

Flush
（D）
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H

D DW

H

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty
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�Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (� usable way)

� Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (� usable way)

� Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch+

��/��kA DP Surge Arrester (�� usable way)

� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)
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Flush MountedSurface MountedMetal Surge Protection Consumer Unit Metal Surge Protection Consumer Unit

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with DP ���A main Switch.

Fitted with type A RCBOs.

Fitted with ��/��kA T� DP Surge Protective Device (SP��� �P+N/�).

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with DP ���A main Switch.

Fitted with type A RCBOs.

Fitted with ��/��kA T� DP Surge Protective Device (SP��� �P+N/�).

LSMC�M-SP

LSMC�M-SP

LSMC�M-SP

LSMC��M-SP

LSMC��M-SP

LSMC��M-SP

LSMC��M-SP

LSMC��M-SP

LSMC��M-SP

LSMC��M-SP

FMC�M-SP

FMC�M-SP

FMC�M-SP

FMC��M-SP

FMC��M-SP

FMC��M-SP

FMC��M-SP

FMC��M-SP

FMC��M-SP

Design Features Design Features

W

H

D DW

H

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty
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Description W
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D
(mm) Box QtyFlush

（W）
Flush
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Flush
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Metal Surge Protection Populated Unit Metal Surge Protection Populated UnitSurface Mounted Flush Mounted

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland.

Fitted with DP ���A & ���A main Switch

Fitted with ��A MCB

Fitted with ��/��kA T� DP Surge Protective Device（SP��� �P+N/�）

Design Features

LSMC�S-SM

LSMC�S-SM

LSMC�S-SM

LSMC��S-SM

LSMC��S-SM

LSMC��S-SM

LSMC��S-SM

LSMC��S-SM

LSMC��S-SM

LSMC��S-SM

� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device

� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device(� usable way)

� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device(� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device(� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device(�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (��usable way)

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland.

Fitted with DP ���A main Switch

Fitted with ��A MCB

Fitted with ��/��kA T� DP Surge Protective Device（SP��� �P+N/�）

Design Features

�Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device

� Way Flush Metal Consumer Unit c/w ���A Main Switch+,

B��A MCB+��/��kA DP Surge Protective Device (� usable way)

� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device(� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device(�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (�� usable way)

FMC�S-SM

FMC�S-SM

FMC�S-SM

FMC��S-SM

FMC��S-SM

FMC��S-SM

FMC��S-SM

FMC��S-SM

FMC��S-SM

W

H

D DW

H

Part No Description W
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H
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D
(mm) Box Qty
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Description W
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Metal Surge Protection Populated Unit Metal Surge Protection Populated UnitSurface Mounted Flush Mounted

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with DP ���A &���A main Switch.

Fitted with ��A MCB.

Fitted with ��/��kA T� DP Surge Protective Device（SP��� �P+N/�）.

Design Features

LSMC�S-SM��

LSMC�S-SM��

LSMC�S-SM��

LSMC��S-SM��

LSMC��S-SM��

LSMC��S-SM��

LSMC��S-SM��

LSMC��S-SM��

LSMC��S-SM��

LSMC��S-SM��

� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device

� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device(� usable way)

� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device(� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device(� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device(�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch,B��A MCB+��/��kA 

DP Surge Protective Device (��usable way)

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail ,cable gland. 

Fitted with DP ���A main Switch.

Fitted with ��A MCB.

Fitted with ��/��kA T� DP Surge Protective Device（SP��� �P+N/�）.

Design Features

�Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device

� Way Flush Metal Consumer Unit c/w ���A Main Switch+,

B��A MCB+��/��kA DP Surge Protective Device (� usable way)

� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device(� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device(�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (�� usable way)

�� Way Flush Metal Consumer Unit c/w ���A Main Switch,

B��A MCB+��/��kA DP Surge Protective Device (�� usable way)

FMC�S-SM��

FMC�S-SM��

FMC�S-SM��

FMC��S-SM��

FMC��S-SM��

FMC��S-SM��

FMC��S-SM��

FMC��S-SM��

FMC��S-SM��

W

H

D DW

H

Part No Description W
(mm)

H
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D
(mm) Box Qty

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

�

�

�

�

�

�

�

�

�

�

Description W
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Flush
（H）

Flush
（D）

Part No

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

�

�

�

�

�

�

�

�

�

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

��

��

��

��

��

��

��

��

��



CONSUMER UNIT AND

ENCLOSURE
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IP�� Plastic Enclosure 

H

D

64mm W

H

D

��mm W

This range is constructed from tough flame retardant ABS and rated at IP��, making them suitable for most indoor applications. 

PEN�

PEN�

PEN����D

PEN����D

� Way Plastic Enclosure

� Way Plastic Enclosure

� Way Plastic Enclosure with DP ���A Main Switch (Double Wiring Terminal)

� Way Plastic Enclosure with � Pole ���A Main Switch (Double Wiring Terminal)

� Way Plastic Enclosure with DP ���A Main Switch( Double Wiring Terminal )

+��/��kA DP Surge Protective Device（SP��� �P+N/�）
PEN����D-SP

This range is constructed from tough flame retardant ABS and rated at IP��, making them suitable for most indoor applications.

IP�� Plastic Enclosure

��

��

��

PEN����

PEN����-SP

PEN����

� Way Plastic Enclosure with DP ���A Main Switch

� Way Plastic Enclosure with DP ���A Main Switch +��/��kA 

DP Surge Protective Device

� Way Plastic Enclosure with � Pole ���A Main Switch

Design Features

Design Features

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty

�� ��� ��.�

�� ��� ��.�

�� ��� ��.�

�� ��� ��.�

�� ��� ��.�

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty

��

��

��

��

��

�� ��� ��.�

�� ��� ��.�

�� ��� ��.�

H

D

64mm W

H

D

��mm W
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Part No Description

Metal Consumer unit Enclosure

Consumer unit enclosures supplied with blank, Neutral Cable, Busbar, Neutrual & Earth Terminal bar, Din Rail

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom,��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for RCBOs, MCBs,  

Flexible connection allows for various configurations of protected ways.

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

LHMC��

� Way Metal clad Consumer Unit Enclosure 

� Way Metal clad Consumer Unit Enclosure 

� Way Metal clad Consumer Unit Enclosure 

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure 

�� Way Metal clad Consumer Unit Enclosure 

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal clad Consumer Unit Enclosure

�� Way Metal Clad Consumer Unit Enclosure

�� Way Metal Clad Consumer Unit Enclosure 

�� Way Metal Clad Consumer Unit Enclosure   

Metal Main Switch (���A) Incomer

LHMC��/��� 

LHMC��/��� 

LHMC��/��� 

LHMC��/��� 

LHMC��/��� 

LHMC��/��� 

LHMC��/��� 

LHMC��/��� 

LHMC��/���

LHMC��/���

LHMC��/���

LHMC��/���

LHMC��/��� 

� Way Metal Clad Consumer Unit c/w ���A Main Switch(� usable ways) 

� Way Metal Clad Consumer Unit c/w ���A Main Switch(� usable ways) 

� Way Metal Clad Consumer Unit c/w ���A Main Switch(� usable ways) 

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(� usable ways) 

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways) 

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways) 

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways) 

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways) 

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways) 

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways) 

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways)

�� Way Metal Clad Consumer Unit c/w ���A Main Switch(�� usable ways) 

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals,  DIN rail and with DP ���A main Switch. 

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for RCBOs, MCBs,  

Flexible connection allows for various configurations of protected ways.
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WD

Part No Description W
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(mm) Box Qty
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Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals,  DIN rail and with type A DP RCD

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for MCBs,  

Flexible connection allows for various configurations of protected ways.

LHMC��-RC�� 

LHMC��-RC�� 

LHMC��-RC�� 

LHMC��-RC�� 

LHMC��-RC�� 

LHMC��-RC�� 

LHMC��-RC��

LHMC��-RC�� 

LHMC��-RC��  

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways) 

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways) 

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways) 

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways) 

� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways) 

�� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways) 

�� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (� usable ways)

�� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (�� usable ways) 

�� Way Metal Clad Consumer Unit c/w ��A ��mA RCD (�� usable ways)  

Metal RCD Incomer

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals,  DIN rail, � DP type A RCD and with type A DP 

���A main Switch.

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for RCBOs, MCBs,  

Flexible connection allows for various configurations of protected ways.

Fitted with type A RCD

Metal RCD Split Load

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD (� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD (� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD (�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD (�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD (�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD (�� usable ways)

�� Way Split Load c/w ���A Main Switch/� x ��A ��mA RCD(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD (�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD(�� usable ways)

�� Way Split Load c/w ��� Main Switch / �x��A ��mA RCD(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD(� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD (�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD (�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD(�� usable ways)

�� Way Split Load c/w ���A Main Switch / �x���A ��mA RCD(�� usable ways)

LHMC����TR

LHMC����TR  

LHMC����TR  

LHMC����TR  

LHMC����TR  

LHMC����TR

LHMC����TR

LHMC����TR

LHMC����TR

LHMC����TR

LHMC�����TR/���

LHMC�����TR/���

LHMC�����TR/���

LHMC�����TR/���

LHMC�����TR/���

LHMC�����TR/���

W

H

D

H

WD

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty
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���

���

���

���

���

���

���
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���
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���

���

���

���

���

���

���

���
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�

�

�

�

�

�

�

�

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty
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LHMC����TR-A   

LHMC����TR-A  

LHMC����TR-A   

LHMC����TR-A  

LHMC����TR-A  

LHMC����TR-A

LHMC����TR-A

LHMC����TR-A

LHMC����TR-A

LHMC����TR-A

LHMC����TR-A

LHMC����TR-A

LHMC����TR-A

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 

RCD +� MCBs (�×�A, �×��A, �×��A, �×��A)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 

RCD +�� MCBs (�×�A, �×��A, �×��A, �×��A)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 

RCD +�� MCBs (�×�A, �×��A, �×��A, �×��A)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 

RCD +�� MCBs (�×�A, �×��A, �×��A, �×��A)

�� Way Split Load c/w ���A Main Switch / �×��A ��mA 

RCD +�� MCBs (�×�A, �×��A, �×��A, �×��A,�×��A)

�� Way Split Load c/w ���A Main Switch /� x ��A ��mA 

RCD+� MCBs (�x�A,�x��A,�x��A, �x��A)

�� Way Split Load c/w ���A Main Switch /� x ��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�x��A, �x��A)

�� Way Split Load c/w ���A Main Switch /� x ��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�x��A,�x��A, �x��A)

�� Way Split Load c/w ���A Main Switch /� x ��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�x��A,�x��A, �x��A)

�� Way Split Load c/w ���A Main Switch /� x ��A ��mA 

RCD+�� MCBs (�x�A,�x��A,�x��A,�x��A, �x��A)

�� Way Split Load c/w ���A Main Switch/�x��A ��mA 

RCD+�� MCBs

�� Way Split Load c/w ���A Main Switch/�x��A ��mA 

RCD+�� MCBs

�� Way Split Load c/w ���A Main Switch/�x��A ��mA 

RCD+�� MCBs(�Ax�,��Ax�,��Ax�,��Ax�,��Ax�,��Ax�)

Metal RCD Split Load Populated with MCB Unit

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals,  DIN rail, � type A DP RCD and with DP ���A 

main Switch.

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for RCBOs, MCBs,  

Flexible connection allows for various configurations of protected ways.

Fitted with type A RCD

Metal Surge Protected RCD Split Load Populated with MCB Unit

LHMC����TR-AS  

LHMC����TR-AS  

LHMC����TR-AS  

LHMC����TR-AS  

LHMC����TR-AS  

LHMC����TR-AS

LHMC����TR-AS

LHMC����TR-AS

LHMC����TR-AS

LHMC����TR-AS

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD+�� MCBs

 (�x�A, �x��A, �x��A, �x��A)+ ��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD+�� MCBs

 (�x�A, �x��A, �x��A, �x��A)+ ��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �×��A ��mA RCD+�� MCBs

 (�x�A, �x��A, �x��A, �x��A, �x��A) + ��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch /� x ��A ��mA RCD+�� MCBs

 (�x�A,�x��A,�x��A,�x��A, �x��A)+��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch/�x��A ��mA RCD + �MCBs

(�x�A, �x��A, �x��A, �x��A)+��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch/�x��A ��mA RCD + �MCBs

(�x�A, �x��A, �x��A, �x��A)+��/��kA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD + �MCBs

 (�x�A,�x��A, �x��A, �x��A+��/��kA DP Surge Protective Device)

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD + ��MCBs

+��/��KA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD + ��MCBs

+��/��KA DP Surge Protective Device

�� Way Split Load c/w ���A Main Switch / �x��A ��mA RCD + ��MCBs 

(�Ax�,��Ax�,��Ax�,��Ax�,��Ax�,��Ax�)+��/��KA DP Surge Protective Device

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals,  DIN rail, type A � DP RCD and with DP ���A 

main Switch.

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for RCBOs, MCBs,  

Flexible connection allows for various configurations of protected ways.

Type � Surge Device fitted

Fitted with type A RCD

H

WD

H

WD

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty
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Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty
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Fully enclosed metal construction body with drop down metal cover 

and metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and 

bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Modern style finished in white polyester powder coating to RAL����.

Fitted with Earth/Neutral terminal bar and busbar.

Raised din rail improves cable routing.

Large and accessible wiring space.

Complies with BS EN �����-�, BS EN�����-� & BS EN �����-��.

Metal Surge Protection Consumer Unit 

MCU�M-SP

MCU�M-TP

MCU�M-SP

MCU�M-SP

MCU��M-SP

MCU��M-SP

MCU��M-SP

MCU��M-SP

MCU��M-SP

MCU��M-SP

MCU��M-SP

MCU��M-SP

MCU��M-SP

MCU��M-SP

� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester

� Way Metal Consumer Unit c/w � Pole ���A Main Switch  � 

Pole ��/��kA SA��� TP Surge Device

� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

�� Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

��Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

��Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

��Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

��Way Metal Consumer Unit c/w ���A Main Switch+��/��kA 

DP Surge Arrester (�� usable way)

Lockable Consumer Unit  

W

H

D

Lockable consumer unit enclosures supply with blank, Neutral Cable, Busbar, Neutrual& Earth Terminal bar, Din Rail.  

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for RCBOs, MCBs,  

Flexible connection allows for various configurations of protected ways.

��� ����� ���MGU��L � Way Metal Clad Consumer Unit with Lock

Part No Description

Mini Metal Surge Protection Consumer unit

Fully enclosed metal construction body with drop down metal 

cover and metal lid.

Raised key holes for secure easy installation.

Fitted with Earth terminal bar.

Circular cable entry knock-outs on the top and bottom.

Modern style finished in white polyester powder coating to 

RAL����.

Complies with BS EN �����-�, BS EN�����-� & BS EN �����-��.

H

W D

62

Part No Description

�� ����� ���EMCU�-SP   
� Way Metal Enclosure c/w ���A Main Switch and ��/��kA 

DP Surge Protective Device   

H

WD

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty
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(mm) Box Qty
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IP�� Metal Enclosure With Lid

Fully enclosed metal construction body with drop down metal cover and metal lid.

Circular cable entry knock-outs on the top and bottom.

Raised key holes for secure easy installation.

Modern style finished in white polyester powder coating to RAL����.

Complies with BS EN �����-�.

H

W D

62

Part No Description

EMCU�-A

EMCU�-A

EMCU�-A

EMCU�-A

� Way Metal Enclosure with Lid

� Way Metal Enclosure with Lid

� Way Metal Enclosure with Lid

� Way Metal Enclosure with Lid

IP�� Metal Modular Enclosures

H

W D

Manufactured from robust powder coated steel for improved durability.

large and accessible wiring space.

Raised din rail improves cable rounting.

Allows fitting of RCBOs or MCBs, all circuits can be independently protected by the use of RCBOs.

EMCU�

EMCU�

EMCU�

EMCU�-L

�Way Metal Modular Enclosure Without Lid

�Way Metal Modular Enclosure Without Lid

�Way Metal Modular Enclosure Without Lid

�Way Metal Modular Enclosure Without Lid

Part No Description

��

��

��

��

��

���

���

���

���

���

���

���

��

��

��

��

IP�� Plastic Modular Enclosures

This range is constructed from tough flame retardant ABS and are rated at IP��, making them suitable for most indoor applications. 

Suitable for housing MCBS, Main Switches & RCD ,etc.

DW

ENC����

ENC����

ENC����

ENC����

ENC����

� Way Plastic Modular Enclosures IP��

� Way Plastic Modular Enclosures IP�� 

� Way Plastic Modular Enclosures IP�� 

� Way Plastic Modular Enclosures IP�� 

�� Way Plastic Modular Enclosures IP�� 

��

��

��

��

�

���

���

���

���

���

���

���

���

���

���

��

��

��

��

��

Part No Description

W
(mm)

H
(mm)

D
(mm) Box Qty

��

��

��

�

��

���

���

���

���

���

���

���

��

��

��

��

W
(mm)

H
(mm)

D
(mm) Box Qty

W
(mm)

H
(mm)

D
(mm) Box Qty
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IP�� rated, Suitable for a variety of outdoor uses.

Manufactured from INSULATED FLAM RETARDENT ABS.

Suitable for housing modular components.

Supplied complete with Din rail.

Insulated IP�� Plastic Enclosure

H

W

D

Part No Description

ENC���

ENC���-A

ENC���

ENC���-A

ENC����

ENC����-A

ENC��

ENC��-A

ENC���/A

ENC���/A

� way Module plastic Enclosure IP��

IP �� � Way Module Plastic Enclosure with ���A Main Switch and MCBs

� Way Moudule Plastic Enclosure lP��

� way Module plastic Enclosure IP�� +���A Main Switch+�MCBs

�� Way Moudule Plastic Enclosure lP��

�� way Module plastic Enclosure IP�� +���A Main Switch+MCBs

�� Way Moudule Plastic EnclosureIP��

�� way Module plastic Enclosure lP�� +���A Main Switch+MCBs

�way Module plastic Enclosure Put in terminal bars, neutral cable and three pin bus bar

�way Module plastic Enclosure Put in terminal bars, neutral cable and three pin bus bar

��

��

��

��

��

��

��

��

��

��

���

���

���

���

���

���

���

���

���
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���

���

���

���

���

���

��

��

���

���

���

���

���

���

��

���

IP�� Enclosures / Shower Units / Garage Units

Suitable for a variety of outdoor uses.

IP�� rated.

Fixed busbar.

Manufactured from INSULATED  FLAME RETARDENT ABS.

Manufactured and approved to BS EN�����-�,BS EN����� BS En�����.

Fitted with type A RCD.

H

W D

Part No Description

���

���

���

���

���

���

���

���

��

��

��

��

��

��

��

��

��

���

���

��

��

���

���

���

���

���

���

���

���

���

���

���

ENC����

ENC����

ENC����

ES����-A

ES����-B

EG����-A

EG����-B

EG����-C

� Way Enclosure IP��

� Way Enclosure IP��

� Way Enclosure IP��

� Way c/w ��A RCD + B��A MCB IP��

� Way c/w ��A RCD + B��A MCB IP��

� Way c/w ��A RCD + B�A/B��A MCB IP��

� Way c/w ��A RCD + B�A/B��A MCB IP��

� Way c/w ��A RCD + B�A/B��A MCB IP��

W
(mm)

H
(mm)

D
(mm) Box Qty

W
(mm)

H
(mm)

D
(mm) Box Qty



METAL FUSED BOX AND 

FUSED MAIN SWITCH
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Surface Mounted�-Phase Metal Switch Fuse Box

Part No Description

LSFS��� Metal �X���A Fused Switch c/w �P���A Main Switch without Fuse

Ideal for the protection & Isolation of incoming supplies.

�-Phase Metal Switch Fuse Box.

BS EN�����-� compliant.

Fitted with �x � Pole ���A Main Switch.

Fitted with � x Fuse Holder ���A.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom,��mm on the sides. 

Surface mounted.

Max cable capacity:��mm².

IP��.

BSEN�����-�.

Ideal for the protection & Isolation of incoming supplies.

Single Phase & Switched neutral.

��mm² max cable capacity.

BS EN�����-� compliant.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom,��mm on the sides 

Surface mounted.

IP��.

BSEN�����-�.

LSFS���
Metal ���A Fused Switch c/w  ���A Main Switch and ��/��kA DP 

Surge Protective Device Without Fuse

LSFS���/�F
Metal ���A Fused Switch c/w  ���A Main Switch and ��/��kA DP 

Surge Protective Device, � Fuses (��/��/���A)

Part No Description

Metal Fused Box Surface Mounted

Design Features

Design Features

W

H

D

Dw

H

W
(mm)

H
(mm)

D
(mm) Box Qty

��� ��� ��� �

W
(mm)

H
(mm)

D
(mm) Box Qty

��� ��� ��� �

��� ��� ��� �
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Fully enclosed metal construction body with drop down metal lid.

Modern style finished in white polyester powder coating to RAL����.

Multiple circular cable entry knock-outs(��&��mm)on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Complies with BS EN�����-�  EN�����-�.

Part No Description

MSE���

MSE���

� Way Enclosure c/w �Pole ���A Main Switch

� Way Enclosure � Pole ���A Main Switch

�

�

���

���

���

���

���

���

Metal Main Switch Enclosure

W

Metal ���A Changeover Switch box

Fully enclosed metal construction body with drop down metal lid.

Modern style finished in white polyester powder coating to RAL����.

Multiple circular cable entry knock-outs(��&��mm)on the top and bottom, ��mm on the sides, and back plus larger rear slots.

���A Changeover switch.

Complies with BS EN�����-�  EN�����-�.

W

Part No Description

MCS���A

MCS���A

� Way Metal Enclosure c/w ���A Changeover switch

� Way Metal Enclosure c/w ���A Changeover switch

�

�

���

���

���

���

���

���

W
(mm)

H
(mm)

D
(mm) Box Qty

W
(mm)

H
(mm)

D
(mm) Box Qty

Metal Fused Box

H

W D

62

Ideal for the protection & Isolation of incoming supplies.

Single Phase & Switched neutral.

��mm� max cable capacity.

BS EN�����-� compliant.

Part No Description

��

��

��

���

���

���

���

���

���

��

��

��

LMFS���

MCFS���

MCFS���/�F

Metal ���A Fuse Switch Box Without Lid IP��

Metal ���A Fuse Switch Box With Metal lid

Metal ���A Fused Switch c/w � Fuses (��/��/���A)

Fused Main Switch

H

w

6
4

D
2
2

Manufactured from non combustible bakelite material.   

Supplied c/w cable shroud.

Supplied c/w ��Amps & ���Amps fuses- gG general purpose 

fuse for conductor protection.

Can accommodate a maximum cable capacity of ��mm².

Can only be removed when in the OFF position.

���Amps/AC��.

Ideal for the protection & isolation of incoming supplies up to ���A.

Manufactured to BS EN �����-�.

��LFIS��� ���A Switch fuse c/w �� & ���A fuse and shroud

W
(mm)

H
(mm)

D
(mm) Box Qty

Part No Description W
(mm)

H
(mm)

D
(mm) Box Qty

��� �� ��
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Metal Switch Fuse

Fully enclosure Non combustible steel body, complies with BSEN �����-�.

Retained cover closure screw.

��mm Diameter standard Knock-out on the top and bottom.

With seal facility on terminal screw cover preventing accidental contact.

LIVE and Neutral cable capacity ��mm� min and ��mm� Max.

Fuse Switch complies with BSEN�����-�.

Supplied c/w ��Amps fuse-gG general purpose fuse for conductor protection.

���Amps fuse is a separate purchase.

H

W D

Part No Description

���� ��� ���MSFU��� Metal Main Switch fuse c/w ���A fuse 

W
(mm)

H
(mm)

D
(mm) Box Qty

MAIN SWITCH
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Main Switch-Input Double Terminal

���/���A Rated Current.

���/���V Rated Voltage.

BS IEC/EN �����-� Compliant.

Double Wiring Terminal.

Maximum Terminal Cable capacity:��mm².

�
�

.�

��.� ��.�

��.�

��.�

��.���.� ��.�

MS����D

MS����D

MS����D

MS����D

MS����D

MS����D

MS����D

MS����D

Part No Description

� Pole ���A Double Wiring Termina!

� Pole ���A Double Wiring Terminal

� Pole ���A Double Wiring Terminal

� Pole ���A Double Wiring Terminal

� Pole ���A Double Wiring Terminal

� Pole ���A Double Wiring Terminal

� Pole ���A Double Wiring Terminal

� Pole ���A Double Wiring Terminal

Design Features

46www.liveelectrical.co.uk sales@liveelectrical.co.uk 
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80

1
1

0

87

98

5
8

4
1

96
107

1
4

01
6

3

50

4
5

66
70

9
1

7035

8
3

17.5

Main Switch 

���/���A Rated Current

���/���V Rated Voltage

��,��� Cycles Electrical Life

��,��� Operations Mechanical Life

BS EN�����-� Compliant

Description Box QtyPart No

MS����

MS����

MS����

MS����

MS����

MS����

CMS����

CMS����

� POLE ���A

� POLE ���A

� POLE ���A

� POLE ���A

� POLE ���A

� POLE ���A

� POLE ���A CHANGEOVER MAIN SWITCH

� POLE ���A CHANGEOVER MAIN SWITCH

��

�

�

�

�

�

�

�

Design Features

68

8
2

8
5
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GARAGE UNIT

EV CHARGING UNIT 
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Surface MountedMini Garage Unit IP��

�Way Mini Garage Unit

�Way Mini Garage Unit，RNA��B-���, ��/��kA DP 

Surge Protective Device(� usable way)

�Way Mini Garage Unit，RNA��B-���, ��/��kA DP 

Surge Protective Device(� usable way)

�Way Mini Garage Unit，RNA��B-���, ��/��kA DP 

Surge Protective Device(� usable way)

�Way Mini Garage Unit，RNA��B-���, ��/��kA DP 

Surge Protective Device(� usable way)

�Way Mini Garage Unit，RNA��C-���, ��/��kA DP 

Surge Protective Device(� usable way)

�Way Mini Garage Unit，RNA��C-���, ��/��kA DP 

Surge Protective Device(� usable way)

�Way Mini Garage Unit，RNA��C-���, ��/��kA DP 

Surge Protective Device(� usable way)

�Way Mini Garage Unit，RNA��C-���, ��/��kA DP 

Surge Protective Device(� usable way)

MMGU��-��B

MMGU��-��B

MMGU��-��B

MMGU��-��B

MMGU��-��C

MMGU��-��C

MMGU��-��C

MMGU��-��C

MMGU��

���mm

D

W

H

Fully enclosed metal construction body with drop down metal lid.

Circular cable entry knock-outs (��&��mm) on the top and bottom.

Large and accessible wiring space, with extra space for RCBOs, MCBs.

Flexible connection allows for various configurations of protected ways.

Fitted with ��/��kA T� DP Surge Protective Device（SP��� �P+N/�）.

Fitted with Type A DP ��~��A RCBOS.

Modern style finished in white polyester powder coating to RAL����.

Surface mounted.

IP��.

BSEN�����-�.

Design Features

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty

��� ��� ��

��� ��� ��

��� ��� ��

��� ��� ��

��� ��� ��

��� ��� ��

��� ��� ��

��� ��� ��

��� ��� ��

��

��

��

��

��

��

��

��

��
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� Way Flush c/w ��A ��mA RCD+B��A MCB

� Way Flush c/w ��A ��mA RCD+B��A MCB

� Way Flush c/w ��A ��mA RCD+B�A&B��A MCB

� Way Flush c/w ��A ��mA RCD+B�A&B��A MCB

� Way Flush c/w ��A ��mA RCD+B�A&B��A MCB

� Way Flush c/w ��A ��mA RCD+B�A&B��A MCB

� Way Flush c/w ���A Main Switch+B��A MCB

� Way Flush c/w ���A Main Switch+B��A MCB

� Way Flush c/w ���A Main Switch+B�A&B��A MCB

Flush MountedGarage Unit IP��

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail. 

Fitted with ��A/��A ��mA type A RCD.

Fitted with ���A main switch.

Fitted with MCBs.

Multiple circular cable entry knock-outs (��mm) on the top , bottom and sides.

FMSU����

FMSU����

FMGU�����

FMGU�����

FMGU�����

FMGU�����

FMGUMS��

FMGUMS��

FMGUMS���

Design Features

Description W
(mm)

H
(mm)

D
(mm) Box QtyFlush

（W）
Flush
（H）

Flush
（D）

Part No

W

H

D

��� ��� ��� ��� ��� �� �

��� ��� ��� ��� ��� �� �

��� ��� ��� ��� ��� �� �

��� ��� ��� ��� ��� �� �

��� ��� ��� ��� ��� �� �

��� ��� ��� ��� ��� �� �

��� ��� ��� ��� ��� �� �

��� ��� ��� ��� ��� �� �

��� ��� ��� ��� ��� �� �

� Way c/w ��A ��mA RCD+B��A MCB

� Way c/w ��A ��mA RCD+B��A MCB

� Way c/w ��A ��mA RCD+B�A&B��A MCB

� Way c/w ��A ��mA RCD+B�A&B��A MCB

� Way c/w ��A ��mA RCD+B�A&B��A MCB

� Way c/w ��A ��mA RCD+B�A&B��A MCB

� Way c/w ���A Main Switch+B��A MCB

� Way c/w ���A Main Switch+B��A MCB

� Way c/w ���A Main Switch+B�A&B��A MCB

Part No Description

Surface MountedGarage Unit IP��

Consumer unit enclosures supplied with neutral cable, busbar, neutral & earth terminals, DIN rail. 

Fitted with ��A/��A ��mA type A RCD.

Fitted with ���A main switch.

Fitted with MCBs.

Multiple circular cable entry knock-outs (��mm) on the top , bottom and sides.

LSSU����

LSSU����

LSGU�����

LSGU�����

LSGU�����

LSGU�����

LSGUMS��

LSGUMS��

LSGUMS���

Design Features

W
(mm)

H
(mm)

D
(mm) Box Qty

W

H

D

���� ��� ���

���� ��� ���

���� ��� ���

���� ��� ���

���� ��� ���

���� ��� ���

���� ��� ���

���� ��� ���

���� ��� ���
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Garage Unit IP��

MMGU��-SR

�Way Mini Garage Unit，���A Main Switch, ��/��kA DP 

Surge Protective Device，��A Type A RCBO

Fully enclosed metal construction body with drop down metal lid.

Circular cable entry knock-outs (��&��mm) on the top and bottom.

Large and accessible wiring space, with extra space for RCBOs, MCBs.

Flexible connection allows for various configurations of protected ways.

Fitted with ��/��kA T� DP Surge Protective Device（SP��� �P+N/�）.

Fitted with  DP ���A main Switch.

Fitted with Type A  RCBO with Switched Neutral Line.

Modern style finished in white polyester powder coating to RAL����.

Surface mounted.

IP��.

BSEN�����-�.

Surface Mounted

Design Features

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty

��� ��� ��

���mm

D

W

H

�Way IP�� Metal Surge Protection Mini Garage Unit

��mm ��mm

��mm

��mm

H

W

D
��mm ��mm

AGU�����

AGU�����

AGU�����

AGU�-SR/W

AGU�-SR/B

AGU�-SR/G

AGU�-SNR

AGU�-SNR/B

AGU�-SNR/G

AGU����

AGU����/B

AGU����/G

Design Features

IP�� white � Way C/W ��A ��mA RCD+B�A & B��A MCB

IP�� white � Way C/W ��A ��mA RCD+B�A & B��A MCB

IP�� white � Way C/W ��A ��mA RCD+B�A & B��A MCB

IP�� �Way White Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Type A RCBO(AMR���B-���)

IP�� �Way Black Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Type A RCBO(AMR���B-���)

IP�� �Way Grey Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Type A RCBO(AMR���B-���)

IP�� �Way White Metal Enclosure c/w ��A Type A RCBO(RNA��C-���) 
and ��/��kA �P+N Surge Protective Device(SA��� �P+N)

IP�� �Way Black Metal Enclosure c/w ��A Type A RCBO(RNA��C-���) 
and ��/��kA �P+N Surge Protective Device(SA��� �P+N)

IP�� �Way Grey Metal Enclosure c/w ��A Type A RCBO(RNA��C-���) 
and ��/��kA �P+N Surge Protective Device(SA��� �P+N)

IP�� � Way Enclosure white

IP�� � Way Enclosure Black

IP�� � Way Enclosure Grey     

IP�� � Way Metal Enclosure c/w ���A Main Switch and ��/��kA 
DP Surge Protective Device (SA���)AGU�-SP 

Weatherproof metal IP�� enclosure offering circuit protection for electric vehicle 

chargers.

Fully enclosed metal construction body with drop down metal cover and metal lid.

��mm diameter Circular cable entry knock-outs on the side top and bottom.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space Robust die cast construction.

Fully enclosed metal construction body with drop down metal cover and metal lid.

Complies with BS EN �����-�, BS EN�����-� 

& BS EN �����-��.

Raised Din rail improves cable routing.

Weatherproof to IP��.

SPD Type:T�.

Colour : White, Gray & Black.

Large and accessible wiring space.

Robust die cast construction.

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��� ��� ��.�

��

�

�

�

�

�

�

�

�

�

�

�

�

�
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�Way IP�� Metal Surge Protection Mini Garage Unit

Weatherproof metal IP�� enclosure offering circuit protection for electric vehicle 

chargers.

Fully enclosed metal construction body with drop down metal cover and metal lid.

��mm &��mm diameter Circular cable entry knock-outs on the side top and bottom.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space Robust die cast construction.

Complies with BS EN �����-�, BS EN�����-� & BS EN �����-��.

Raised Din rail improves cable routing.

Weatherproof to IP��.

SPD Type:T�.

Colour : White, Gray & Black.

AGU����/W

AGU����/B

AGU����/G

IP�� �Way White Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Type A RCBO(AMR���B-���)

IP�� �Way Black Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Type A RCBO(AMR���B-���)

IP�� �Way Grey Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Type A RCBO(AMR���B-���)

IP�� �Way White Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Twin Switch Type A RCBO(RNA��B-���)

IP�� �Way Black Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Twin Switch Type A RCBO(RNA��B-���)

IP�� �Way Grey Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Twin Switch Type A RCBO(RNA��B-���)

IP�� �Way White Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Twin Switch Type A RCBO(RNA��C-���)

IP�� �Way Black Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Twin Switch Type A RCBO(RNA��C-���)

IP�� �Way Grey Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,��A Twin Switch Type A RCBO(RNA��C-���)

IP�� � Way Enclosure white

IP�� � Way Enclosure Black

IP�� � Way Enclosure Grey

AGU�-SR/W

AGU�-SR/B

AGU�-SR/G

AGU�-SRTB/W

AGU�-SRTB/B

AGU�-SRTB/G

AGU�-SRTC/W

AGU�-SRTC/B

AGU�-SRTC/G

AGU�-SNR/W

AGU�-SNR/B

AGU�-SNR/G

Design Features

Part No Description
W

(mm)
H

(mm)
D

(mm)
Box 
Qty

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

AGU�-SR/W

AGU�-SR/B

AGU�-SR/G

AGU�-SRTB/W

AGU�-SRTB/B

AGU�-SRTB/G

AGU�-SRTC/W

AGU�-SRTC/B

AGU�-SRTC/G

�Way IP�� Metal Surge Protection Mini Garage Unit

Weatherproof metal IP�� enclosure offering circuit protection for electric vehicle 

chargers.

Fully enclosed metal construction body with drop down metal cover and metal lid.

��mm & ��mm diameter Circular cable entry knock-outs on the side top and bottom.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space Robust die cast construction.

Complies with BS EN �����-�, BS EN�����-� 

& BS EN �����-��.

Raised Din rail improves cable routing.

Weatherproof to IP��.

SPD Type:T�.

Colour : White, Gray & Black.

AGU����/W

AGU����/B

AGU����/G

IP�� �Way White Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+� Type A RCBOs AMR (��A*�,��A*�,��A*�)

IP�� �Way Black Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+� Type A RCBOs AMR (��A*�,��A*�,��A*�)

IP�� �Way Grey Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+� Type A RCBOs AMR (��A*�,��A*�,��A*�)

IP�� �Way White Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+��A Twin Switch Type A RCBO(RNA��B-���)

IP�� �Way Black Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+��A Twin Switch Type A RCBO(RNA��B-���)

IP�� �Way Grey Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+��A Twin Switch Type A RCBO(RNA��B-���)

IP�� �Way White Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+��A Twin Switch Type A RCBO(RNA��C-���)

IP�� �Way Black Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+��A Twin Switch Type A RCBO(RNA��C-���)

IP�� �Way Grey Metal Enclosure c/w ���A Main Switch and ��/��kA DP 
Surge Protective Device（ SP��� �P+N/�）,+��A Twin Switch Type A RCBO(RNA��C-���)

IP�� � Way Enclosure white

IP�� � Way Enclosure Black

IP�� � Way Enclosure Grey

Design Features

Part No Description
W

(mm)
H

(mm)
D

(mm)
Box 
Qty

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

��.�

��.�

��.�

���

���

���

���

���

���

���

���

���

��.�

��.�

��.�

��.�

��.�

��.�

��.�

��.�

��.�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

�

��mm ��mm

��mm

��mm

H

W

D
��mm ��mm

��mm ��mm

��mm

��mm��mm

W

H

��mm

��mm

��mm

D

��mm

D

��mm

��mm

��mm

��mm

��mm

��mm

��mm

��mm

IP�� � Way White Metal Enclosure c/w ��A Type A RCBO(RNA��C-���) + ��/��kA �P+N 
Surge Protective Device(SA��� �P+N) and Plastic Blank

IP�� � Way Black Metal Enclosure c/w ��A Type A RCBO(RNA��C-���) + ��/��kA �P+N 
Surge Protective Device(SA��� �P+N) and Plastic Blank

IP�� � Way Grey Metal Enclosure c/w ��A Type A RCBO(RNA��C-���) + ��/��kA �P+N 
Surge Protective Device(SA��� �P+N) and Plastic Blank



56www.liveelectrical.co.uk sales@liveelectrical.co.uk 57www.liveelectrical.co.uk sales@liveelectrical.co.uk 

Consumer units are supplied with ��A/��A ��mA type A RCD. 

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for RCBOs, MCBs,  

Flexible connection allows for various configurations of protected ways.

Fitted with type A RCD

Mini Garage Unit IP��

MMGU��

MMSU����   

MMSU����   

MMGU�����  

MMGU�����   

MMGU�����  

MMGU�����  

MMGUMS��

MMGUMS��

MMGUMS���

IP �� � Way Mini Garage Unit

� Way c/w ��A ��mA RCD+B��A MCB

� Way c/w ��A ��mA RCD+B��A MCB

� Way c/w ��A ��mA RCD+B�A & B��A MCB

� Way c/w ��A ��mA RCD+B�A & B��A MCB

� Way c/w ��A ��mA RCD+B�A & B��A MCB

� Way c/w ��A ��mA RCD+B�A & B��A MCB

� Way c/w ���A Main Switch +B��A MCB

� Way c/w ���A Main Switch +B��A MCB

� Way c/w ���A Main Switch+B�A & B��A MCB

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

Garage Unit IP��

Consumer units are supplied with ��A/��A ��mA type A RCD. They are fitted with a busbar for MCBs.

Fully enclosed metal construction body with drop down metal lid.

Multiple circular cable entry knock-outs (��&��mm) on the top and bottom, ��mm on the sides, and back plus larger rear slots.

Raised key holes for secure easy installation.

Raised Din rail improves cable routing.

Modern style finished in white polyester powder coating to RAL����.

Large and accessible wiring space, with extra space for RCBOs, MCBs,  

Flexible connection allows for various configurations of protected ways.

Fitted with type A RCD.

� Way C/W ��A ��mA RCD+B��A MCB

� Way C/W ��A ��mA RCD+B��A MCB

� Way C/W ��A ��mA RCD+B�A & B��A MCB

� Way C/W ��A ��mA RCD+B�A & B��A MCB

� Way C/W ��A ��mA RCD+B�A & B��A MCB

� Way C/W ��A ��mA RCD+B�A & B��A MCB

LMSU����   

LMSU����  

LMGU�����   

LMGU�����  

LMGU�����   

LMGU�����

Electric Vehicle Charging Devices

H

W D

62

Fully enclosed metal construction body with drop down metal cover and metal lid.

Circular cable entry knock-outs on the top and bottom.

Raised key holes for secure easy installation.

Modern style finished in white polyester powder coating to RAL����.

Supplied complete with Type A RCBO.

Part No Description

LEVB��� � Way Metal Enclosure c/w ��A Type A RCBO ���� ��� ��

LEVB���-C � Way Metal Enclosure c.w ��A Type A RCBO and ��A MCB ����� ��� ��

LEVB���-MS
� Way Metal Enclosure c.w ��A Type A RCBO and DP 

���A Main Switch
����� ��� ��

W

H

D

W
(mm)

H
(mm)

D
(mm) Box Qty

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

�

�

�

�

�

�

��

��

��

��

��

��

��

��

��

��

W

H

D
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Electric Vehicle Charging Unit

EMCU�A-SNR

ENC����-SNR

PEN�-SNRPEN�-R

H

w D

62mm

H

W D

EMCU�A-SNR � ways EMCU�-A, RNA��C-���, SA��� �P+N ��

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty

��� ��� ��

��PEN�-R � ways PEN�, RNA��C-���

PEN�-SNR � ways PEN�, RNA��C-���, SA��� �P+N ��

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty

�� ��� ��.�

�� ��� ��.�

H

D

64mm W

H

D

��mm W

ENC����-SNR � ways ENC����, RNA��C-���, SA��� �P+N ��

Part No Description
W

(mm)
H

(mm)
D

(mm) Box Qty

��� ��� ���

Electric Vehicle Charging Unit

H

W D

Part No Description

EMCU�A-R

EMCU�A-BR

� Way EMCU�-A, RNA��C-���

� Way EMCU�-A, RNA��B-��� 

��

��

��

��

��

��

���

���

Fully enclosed metal construction body with drop down metal cover and metal lid.

Circular cable entry knock-outs on the top and bottom.

Raised key holes for secure easy installation.

Modern style finished in white polyester powder coating to RAL����.

Supplied complete with Type A RCBO.

Part No Description

MMGU��-SP 

MMGU��-SP 

MMGU��-SP 

MMGU��B-SP 

MMGU��B-SP 

MMGU��B-SP 

� ways MMGU��, RNA��C-���, SA��� �P+N 

� ways MMGU��, RNA��C-���, SA��� �P+N 

� ways MMGU��, RNA��C-���, SA��� �P+N 

� ways MMGU��, RNA��B-���, SA��� �P+N 

� ways MMGU��, RNA��B-���, SA��� �P+N 

� ways MMGU��, RNA��B-���, SA��� �P+N 

��

��

��

��

��

��

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

W

H

D

IP�� rated, Suitable for a variety of outdoor uses.

Manufactured from INSULATED FLAM RETARDENT ABS.

Suitable for housing modular components.

Supplied complete with Din rail.

H

W

D

LEV���SP-P

LEV���SP-BP

�ways ENC���, RNA��C-���, SA��� �P+N

�ways ENC���, RNA��B-���, SA��� �P+N 

��

��

���

���

���

���

��

��

Part No Description

W
(mm)

H
(mm)

D
(mm) Box Qty

W
(mm)

H
(mm)

D
(mm) Box Qty

W
(mm)

H
(mm)

D
(mm) Box Qty



TP & N 

DISTRIBUTION BOARD
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Metal Enclosure IP��

W

H

D

Modern style finished in epoxy powder paint to RAL����.

Galvanised mounting plate included.

Material thickness �.�mm-�.�mm.

Degree of Protection Ip��.

Door use polyurethane foamed gasket ensuring full water tightness.

Continuously hinged cover has steel hinges and provides ���° 

opening.

Complies with BS EN �����-�.

Part No Description Box Qty

�

�

�

�

�

�

�

�

�

�

�

�

�

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

H:��� x W:��� x D:���mm

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

EN����/���

60www.liveelectrical.co.uk sales@liveelectrical.co.uk 
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TP&N Surge Protection Distribution Board

H

W

D

���Amps TP&N Surge Protection Distribution Board

Part No Description

TPN��-���S

TPN��-���S

TPN��-���S

TPN��-���S

TPN��-���S

TPN��-���S

TPN��-���S

TPN��-���S

TPN��-���S

� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

�� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

�� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

�� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

�� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

�� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

�� Ways with � Pole ���A Main Switch(Double Wiring Terminal) 

and ��/�� kA DP Surge Protective Device

�

�

�

�

�

�

�

�

�

���

���

���

���

���

���

���

���

����

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

TP & N Distribution Board

H

W

D

W1

H
1

���Amps TP&N Distribution Board

Part No Description

���

���

���

���

���

���

���

���

���

�

�

�

�

�

�

�

�

�

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

����

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

�� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

�� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

�� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

�� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

�� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

�� Ways with � Pole ���A Main Switch Incomer(Double Wiring Terminal)

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���Amps TP&N Distribution Board

Modern style finished in epoxy powder paint to RAL����.

Rated Voltage AC���V/���V  ��/��Hz.

Maximum loading current to ���A / ���A.

Section Neutral & Earth terminal are fitted both sides.

Quicker installation with earth & neutral terminals adjacent to the MCBs / RCBOs.

Fully enclosed busbar system.

Complete shrouding for main incomer and link.

Removable gland plate for ease of cable entry.

Keyhole fixing for ease of wall mounting.

All Version supplied with Main Switch.

Complies with BS EN �����-�.

Main switch Double Wiring Terminal.

Part No Description

���

���

���

���

���

���

���

���

���

�

�

�

�

�

�

�

�

�

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

����

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

TPN��-���

� Ways with �pole ���A Main Switch Incomer

� Ways with �pole ���A Main Switch Incomer

� Ways with � Pole ���A Main Switch Incomer

�� Ways with �pole ���A Main Switch Incomer

�� Ways with � Pole ���A Main Switch Incomer

�� Ways with �pole ���A Main Switch Incomer

�� Ways with � Pole ���A Main Switch Incomer

�� Ways with � Pole ���A Main Switch Incomer

�� Ways with � Pole ���A Main Switch Incomer

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

W
(mm)

W�
(mm)

H
(mm)

H�
(mm)

D
(mm)

W
(mm)

W�
(mm)

H
(mm)

H�
(mm)

D
(mm)

Box 
Qty

W
(mm)

W�
(mm)

H
(mm)

H�
(mm)

D
(mm)

Box 
Qty

Box 
Qty
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SURGE 

PROTECTIVE DEVICE
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Extended metal enclosure for ���A TPN board

H

W

D

Extended metal enclosure for ���A TPN board

D
H

W

Part No Description

TPN-���E Extended metal enclosure for ���A TPN board ���� ��� ���

Part No Description

TPN-���S Metal enclosure with �P ��-��KA SPD for ���A TPN boards ���� ��� ���

TPN-���E Extended metal enclosure for ���A TPN board ���� ��� ���

Box QtyW
(mm)

H
(mm)

D
(mm)

Box QtyW
(mm)

H
(mm)

D
(mm)
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Surge Protective Device

SPDs are recommended for installations in accordance with ��th edition wiring regulation to protect sensitive and expensive electrical 

equipment. This range of SPDs are characterised by an �/��μs current wave, they can prevent the spread  of over voltages in electrical 

installations and protects equipment connected to it. These surge protector must be replaced if the indicator turns red. They comply with 

BS EN�����-��.

High discharge capacity, quick response.

Green window will change when device is spent and is fitted with 

terminals for remote indication.

BSI Standard:BSEN�����-��.

Type Test Class: Type �.

Uc-Max continuous operating voltage:��� VAC.

Up- Voltage protection level (L-N),(N-PE):�.� kV.

In -Nominal discharge current for class ll:�� kA.

Imax - Maximum discharge current:�� kA.

lsccr- Short circuit current rating:�� kA.

Degree of protection:IP��.
� � �Cable terminal max capacity : L:��mm  N:��mm  PE:��mm .

SP��� �P+N/�

�P+N ��kA/��kA Type � Surge Protective Device,

width ��mm, lower L -Terminal
SP��� �P+N/�

Part No Description

SP��� �P+N/�

�P+N ��kA/��kA Type � Surge Protective Device,

width ��mm , upper L -Terminal
SP��� �P+N/�

Part No Description

High discharge capacity, quick response.

Green window will change when device is spent and is fitted with 

terminals for remote indication.

BSI Standard:BSEN�����-��.

Type Test Class: Type �.

Uc-Max continuous operating voltage:��� VAC.

Up- Voltage protection level (L-N),(N-PE):�.� kV.

In -Nominal discharge current for class ll:�� kA.

Imax - Maximum discharge current:�� kA.

lsccr- Short circuit current rating:�� kA.

Degree of protection:IP��.
� � �Cable terminal max capacity : L:��mm  N:��mm  PE:��mm .

SP��� �P+N/�
PE

NL

��.�

�
�

��

��.�

��.�

�
�

SP��� �P+N/�

L

PEN

��.�

�
�

��

��.�

��.�

�
�

SA Range Surge Protective Device

N L

NC COM NO

2 Pole T/N

4 Pole T/N

N L L L
NC COM NO

72

9
0

3
6

17

4
5

67

2
3

50

SPDs are recommended for installations in accordance with ��th edition 

wiring regulation to protect sensitive and expensive electrical equipment. 

This range of SPDs are characterised by an �/��μs current wave, they can 

prevent the spread of over voltages in electrical installations and protects 

equipment connected to it. 

These surge protector must be replaced if the indicator turns red. They 

comply with BS EN�����-��.

Technical Parameters

SA���

SA���

SA���

SA���

SA���

SA���

SA���

SA���

SA���

� Pole ��kA/��kA Type � Surge Protective Device

� Pole ��kA/��kA Type � Surge Protective Device

� Pole ��kA/��kA Type � Surge Protective Device

� Pole ��kA/��kA Type � Surge Protective Device

� Pole ��kA/��kA Type � Surge Protective Device

� Pole ��kA/��kA Type � Surge Protective Device

� Pole ��kA/��kA Type � Surge Protective Device

� Pole ��kA/��kA Type � Surge Protective Device

� Pole ��kA/��kA Type � Surge Protective Device

��

��

��

��

��

��

��

��

��

Description Box QtyPart No

Part No SA���

Type

Voltage

Temporary overvoltage withstand UT

Nominal discharge current In

Maximum discharge current Imax

Protection level (at In) CM/DM (�) Up

Residual voltage at � kA

Admissible short-circuit current

Fuses type gG

Operating temperature

Protection class

SA���

-�� / +�� °C

SA��� SA���

Type� Type� Type� Type�

���/���V ���/���V ���/���V ���/���V

�� kA �� kA �� kA �� kA

�� kA �� kA �� kA �� kA

�.� kV �.� kV �.� kV �.� kV

�.� kV �.� kV �.� kV �.� kV

��kA ��kA ��kA ��kA

��� A max ��� A max ��� A max ��� A max

IP�� IP�� IP�� IP��

��� / ���V AC ��� / ���V AC ��� / ���V AC ��� / ���V AC

Part No SA���

Type

Voltage

Temporary overvoltage withstand UT

Nominal discharge current In

Maximum discharge current Imax

Protection level (at In) CM/DM (�) Up

Residual voltage at � kA

Admissible short-circuit current

Fuses type gG

Operating temperature

Protection class

SA���

-�� / +�� °C

SA��� SA���

Type� Type� Type� Type�

���/���V ���/���V ���/���V ���/���V

�� kA �� kA �� kA �� kA

�� kA �� kA �� kA �� kA

�.� kV �.� kV �.� kV �.� kV

�.� kV �.� kV �.� kV �.� kV

��kA ��kA ��kA ��kA

��� A max ��� A max ��� A max ��� A max

IP�� IP�� IP�� IP��

��� / ���V AC ��� / ���V AC ��� / ���V AC ��� / ���V AC

Type�

���/���V

�� kA

�� kA

�.� kV

�.� kV

��kA

��� A max

IP��

��� / ���V AC

SA���

Design Features

Design Features
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SA Range Surge Protective Device 

72

9
0

3
6

17

4
5

67

2
3

50

3P+N T/T

1P+N T/T

PE

NL

NC COM NO

PE

L2

NC COM NO

L3

L3

N L1

Technical Parameters

Technical Date:

SA��� �P+N

SA��� �P+N

�P+N �Pole ��KA/��KA Type �  Surge Protective Device

�P+N �Pole ��KA/��KA Type �  Surge Protective Device

��

��

Description Box QtyPart No

Type 

Voltage 

Temporary over voltage withstand UT 

Nominal discharge current In 

Maximum discharge current Imax 

Protection level (at In) CM/DM (�) Up 

Residual voltage at � kA 

Admissible short-circuit current 

Fuses type gG 

Operating temperature 

Protection class

Type�

���/���V

��� / ���V AC 

�� kA

�� kA

�.� kV 

�.� kV 

�� kA

��� A max

IP�� 

-�� / +�� °C 

Type�

���/���V

��� / ���V AC 

�� kA

�� kA

�.� kV 

�.� kV 

�� kA

��� A max

IP�� 

Part No �P+N �P+N

36

9
0

3
6

17

4
5

67

2
3

50
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MCB RCBO 

AND RCD
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Miniature Circuit Breakers 

Rated current In (A) :�,��,��,��,��,��,��,��,��.

Poles: �P,�P.

Rated voltage Ue(AC): ���/���V.

Rated frequency: ��/��Hz.

Insulation volage Ui: ���V.

Rated breaking capacity(A): �KA.

Rated impulse withstand voltage(�.�/��) Uimp (V): ����.

Dielectric test voltage at ind. Frq for � min (KV) : �.

Ambient temperature(with daily average ≤�� °C：-�~+��).

Thermo-magnetic release characteristic: B,C,D.

Electrical life: �,���.

Contact position degree: Ip��.

Storage temperature( °C)：-��~+��）.

Reference temperature for setting of thermal element ( °C)：��.

Cable terminal capacity maximum：��mm².

10,000
6,000

4,000

2,000

1,000
600

400

200

100
60.0

40.0

20.0

10.0
6.00

4.00

2.00

1.00

0.60
0.40

0.20

0.10
0.01
0.04

0.02

0.01
0.004

1 1
.1
3

1
.4
3

1
.5

2 3 4 5 6 8 1
0

1
5

2
0

3
0

4
0

B C D

�
�

��.� ��.� ��

��
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�P �KA Miniature Circuit Breakers �P �KA Miniature Circuit Breakers

Part No Description Part No Description

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

�Pole �Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole �Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole �Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

�Pole �Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole �Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole �Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB
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Miniature Circuit Breakers 

Rated current In (A) :�,��,��,��,��,��,��,��,��.

Poles: �P,�P.

Rated voltage Ue(AC): ���/���V.

Rated frequency: ��/��Hz.

Insulation volage Ui: ���V.

Rated breaking capacity(A): �KA.

Rated impulse withstand voltage(�.�/��) Uimp (V): ����.

Dielectric test voltage at ind. Frq for � min (KV) : �.

Ambient temperature(with daily average ≤�� °C：-�~+��).

Thermo-magnetic release characteristic: B,C,D.

Electrical life: �,���.

Contact position degree: Ip��.

Storage temperature( °C)：-��~+��）.

Reference temperature for setting of thermal element ( °C)：��.

Cable terminal capacity maximum：��mm².
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�P �KA Miniature Circuit Breakers �P �KA Miniature Circuit Breakers

Part No Description Part No Description
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CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

�Pole �Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole �Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole �Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���B

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���C

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

CA���D

�Pole �Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole ��Amps B Curve �kA MCB

�Pole �Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole ��Amps C Curve �kA MCB

�Pole �Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

�Pole ��Amps D Curve �kA MCB

Design Features
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Miniature Circuit Breakers 
� Pole ��kA Miniature Circuit Breakers

� Pole ��kA Miniature Circuit Breakers
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CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

CB���D

CB���D

CB���D

CB���D

CB���D

CB���D

CB���D

CB���D

�Pole �Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole �Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole �Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

Description Box QtyPart No
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CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

�Pole �Amps B Curve ��kA

�Pole ��Amps B Curve ��kA

�Pole ��Amps B Curve ��kA

�Pole ��Amps B Curve ��kA

�Pole ��Amps B Curve ��kA

�Pole ��Amps B Curve ��kA

�Pole ��Amps B Curve ��kA

�Pole ��Amps B Curve ��kA

�Pole �Amps C Curve ��kA

�Pole ��Amps C Curve ��kA

�Pole ��Amps C Curve ��kA

�Pole ��Amps C Curve ��kA

�Pole ��Amps C Curve ��kA

�Pole ��Amps C Curve ��kA

�Pole ��Amps C Curve ��kA

�Pole ��Amps C Curve ��kA

Description Box QtyPart No
Rated current In (A) :��, ���      

Rated voltage Ue(AC): ���/���V

Insulation volage Ui: ���V    

Thermo-magnetic release characteristic: B,C,D              

Mechanical life: ��,���

Ambient temperature(with daily average ≤�� °C:-�~+��)

Storage temperature( °C):-��~+��)

Poles: �P,�P,�P

Rated frequency: ��/��Hz

Rated breaking capacity(A): � kA

Electrical life: �,���

Contact position degree: IP��

� Pole ��kA Miniature Circuit Breakers

MCB ��A-���A
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Miniature Circuit Breakers 
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CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���B

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

CB���C

CB���D

CB���D

CB���D

CB���D

CB���D

CB���D

CB���D

CB���D

�Pole �Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole �Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole �Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

�Pole ��Amps D Curve ��kA MCB

Description Box QtyPart No
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�

CH���C

CH����C

CH���C

CH����C

CH���C

CH����C

Single Pole ��Amps C Curve  MCB

Single Pole ���Amps C Curve  MCB

Double Pole ��Amps C Curve  MCB

Double Pole ���Amps C Curve  MCB

� Pole ��Amps C Curve  MCB

� Pole ���Amps C Curve  MCB

Description Box QtyPart No

Technical Data
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Miniature Circuit Breakers 
��KA MCB

CZ MCB is suitable for overload and short circuit protection under AC ��/��Hz ,rated voltage ���/���Vand current rating no more than 

���A.This circuit breaker can also be used for infrequent switching of circuits. 
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Poles: �P,�P,�P,�P

Rated voltage: AC���V;

Rated current: ��A,���A,���A.

Rated insulation voltage: ���V;

Impulse withstand voltage: �kV;

Thermal trip benchmark setting temperature: ��℃

Tripping characteristics: B-curve �-� In; C curve �-�� In; D curve 

��-��In; 

Breaking capacity: Icn=��kA , Ics=�.�kA;

Isolation function:Contact status indicator with red green color 

Current protection action characteristics 

Operational environment 

a. Air temperature: -� ℃ to �� ℃; 

b. The average temperature within �� hours shall not exceed+�� ℃; 

c. The altitude of the installation site generally does not exceed 

����m; 

d. Pollution level: Ⅱ

e. Installation category: Ⅱ、Ⅲ

Description Box QtyPart No

�Pole ��Amps B Curve ��kA MCB

�Pole ���Amps B Curve ��kA MCB

�Pole ���Amps B Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ���Amps C Curve ��kA MCB

�Pole ���Amps C Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ���Amps B Cure ��kA MCB

�Pole ���Amps B Cure ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ���Amps C Curve ��kA MCB

�Pole ���Amps C Curve ��kA MCB

CZ���B

CZ����B

CZ����B

CZ���C

CZ����C

CZ����C

CZ���B

CZ����B

CZ����B

CZ���C

CZ����C

CZ����C
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Description Box QtyPart No

CZ���B

CZ����B

CZ����B

CZ���C

CZ����C

CZ����C

CZ���B

CZ����B

CZ����B

CZ���C

CZ����C

CZ����C

�Pole ��Amps B Curve ��kA MCB

�Pole ���Amps B Curve ��kA MCB

�Pole ���Amps B Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ���Amps C Curve ��kA MCB

�Pole ���Amps C Curve ��kA MCB

�Pole ��Amps B Curve ��kA MCB

�Pole ���Amps B Curve ��kA MCB

�Pole ���Amps B Curve ��kA MCB

�Pole ��Amps C Curve ��kA MCB

�Pole ���Amps C Curve ��kA MCB

�Pole ���Amps C Curve ��kA MCB
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Description 

Technical Date
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Type A RCBO with Switched Neutral Line
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AMR is a range of MCB sized RCBOs, apply to circuit of AC��/��Hz. 

Rated voltage to ���V, and current up to �� A, bring higher levels 

of safety to an electrical installation and its users because they 

include switched neutral as standard, which will guarantee that 

healthy circuits remain in service and that only a faulty circuit is 

switched off .

Switching and isolation.

Overload and short circuit protection.

Type A detects and respond both AC and pulsating DC.

Indirect and direct contacts protection.

Protection against fire hazard caused by insulation faults.

Bidirectional.

Rated current (In): �A, ��A, ��A, ��A, ��A, ��A, ��A.

Rated voltage (Ue): ���V AC.

Breaking capacity (Icn): �kA.

Rated residual current: ��mA.

�P+N.

Tripping characteristic: B,C.

Electrical endurance: ���� cycles.

Mechanical endurance: ������ cycles.

Complies with BS EN �����-�.

Type:  A.

Terminal cable capacity maximum：IN:��mm²， OUT:��mm².

Part No Description

AMR���B-���

AMR���B-���

AMR���B-���

AMR���B-���

AMR���B-���

AMR���B-���

AMR���C-���

AMR���C-���

AMR���C-���

AMR���C-���

AMR���C-���

AMR���C-���

Type A Single Module �Amps B Curve ��mA RCBO

Type A Single Module ��Amps B Curve ��mA RCBO

Type A Single Module ��Amps B Curve ��mA RCBO

Type A Single Module ��Amps B Curve ��mA RCBO

Type A Single Module ��Amps B Curve ��mA RCBO

Type A Single Module ��Amps B Curve ��mA RCBO

Type A Single Module �Amps C Curve ��mA RCBO

Type A Single Module ��Amps C Curve ��mA RCBO

Type A Single Module ��Amps C Curve ��mA RCBO

Type A Single Module ��Amps C Curve ��mA RCBO

Type A Single Module ��Amps C Curve ��mA RCBO

Type A Single Module ��Amps C Curve ��mA RCBO

Design Features

Technical Data
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Twin Switch Type A RCBO Double Pole

8
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Rated current(In): �A,��A,��A,��A,��A,��A,��A.   

Breaking capacity (lcn) �kA .  

Tripping characteristics: B,C.

Mechanical endurance: ����� cycles.

Rated voltage(Un) ���V AC.

Rated residual current: ��mA.

Electrical endurance: ���� cycles.

Complies with BS EN �����-�.

Cable terminal capacity maximum：��mm².

Bidirectional.
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Part No Description

RNA�B-��� 

RNA��B-��� 

RNA��B-��� 

RNA��B-��� 

RNA��B-��� 

RNA��B-���

RNA�C-���

RNA��C-���

RNA��C-���

RNA��C-���

RNA��C-���

RNA��C-��� 

Type A Double Module � Amps B Curve ��mA high immunity RCBO 

Type A Double Module �� Amps B Curve ��mA high immunity RCBO 

Type A Double Module �� Amps B Curve ��mA high immunity RCBO 

Type A Double Module �� Amps B Curve ��mA high immunity RCBO 

Type A Double Module �� Amps B Curve ��mA high immunity RCBO 

Type A Double Module �� Amps B Curve ��mA high immunity RCBO

Type A Double Module � Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Technical Data

Standard RCBO

Provides protection against earth fault/leakage 

current, short circuit, overload.

Effectively protects electric equipment against 

insulating failure.

Handle can be locked with pad-lock to prevent 

unwanted operation.

Rated current(In): �A, ��A, ��A, 

��A, ��A, ��A, ��A, ��A

Rated voltage(Un) ���V AC

Breaking capacity (lcn)�kA, ��kA

18

1
2
2

1
3
1

50
61

4
6

64

RCBO Single Module

Description Box QtyPart No

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

RC���B-���

RC���B-���

RC���B-���

RC���B-���

RC���B-���

RC���B-���

RC���B-���

RC���C-���

RC���C-���

RC���C-���

RC���C-���

RC���C-���

RC���C-���

RC���C-���

RC���C-���

Single Module  �Amps B Curve ��mA

Single Module  ��Amps B Curve ��mA

Single Module  ��Amps B Curve ��mA

Single Module  ��Amps B Curve ��mA

Single Module  ��Amps B Curve ��mA

Single Module  ��Amps B Curve ��mA

Single Module  ��Amps B Curve ��mA

Single Module  �Amps C Curve ��mA

Single Module  ��Amps C Curve ��mA

Single Module  ��Amps C Curve ��mA

Single Module  ��Amps C Curve ��mA

Single Module  ��Amps C Curve ��mA

Single Module  ��Amps C Curve ��mA

Single Module  ��Amps C Curve ��mA

Single Module ��Amps C Curve ��mA

18

1
2
2

1
3
1

50
61

4
6

64

�kA RCBO Single Module

��

��

��

��

��

��

KR���B-���

KR���B-���

KR���B-���

KR���B-���

KR���B-���

KR���B-���

�A �kA Single Module RCBO

��A �kA Single Module RCBO

��A �kA Single Module RCBO

��A �kA Single Module RCBO

��A �kA Single Module RCBO

��A �kA Single Module RCBO

Description Box QtyPart No

36

8
2

50 16

4
6

70

RCBO Double Module

��

��

��

��

��

��

RC���B-���

RC���B-���

RC���B-���

RC���B-���

RC���B-���

RC���B-���

Double Module �Amps B Curve ��mA

Double Module ��Amps B Curve ��mA

Double Module ��Amps B Curve ��mA

Double Module ��Amps B Curve ��mA

Double Module ��Amps B Curve ��mA

Double Module ��Amps B Curve ��mA

Description Box QtyPart No

Description & Features Technical Data

Rated residual current: ��mA

Tripping characteristics: B,C

Electrical endurance: ���� cycles

Mechanical endurance: ����� cycles

Complies with BS EN �����-�

Type: AC
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Type A mini RCBO
Type A mini RCBO Single Module

17.8
50

74.7

78.2

3
6

4
5

8
7
.2

Switching and isolation.

Overload and short circuit protection.

Protection against the effects of sinusoidal alternation earth fault currents.

Indirect and direct contacts protection.

Protection against fire hazard caused by insulation faults.

Rated current (In): �A, ��A, ��A, ��A, ��A,��A,��A.

Rated voltage (Ue): ���V AC.

Breaking capacity (Icn): �kA.

Rated residual current: ��mA.

Tripping characteristic: B.

Electrical endurance: ���� cycles.

Mechanical endurance: ������ cycles.

Complies with BS EN �����-�.

Description
Box 
QtyPart No

��

��

��

��

��

��

RSA���B-���

RSA���B-���

RSA���B-���

RSA���B-���

RSA���B-���

RSA���B-���

Type A Single Module 6Amps B Curve 30mA RCBO

Type A Single Module 10Amps B Curve 30mA RCBO

Type A Single Module 16Amps B Curve 30mA RCBO

Type A Single Module 20Amps B Curve 30mA RCBO

Type A Single Module 32Amps B Curve 30mA RCBO

Type A Single Module 40Amps B Curve 30mA RCBO

Design Features

Technical Data

Rated current(In): �A,��A,��A,��A,��A,��A,��A

Rated voltage(Un) ���V AC

Breaking capacity (lcn) ��kA

Rated residual current: ��mA

Tripping characteristics: B,C

Electrical endurance: ���� cycles

Mechanical endurance: ����� cycles

Complies with BS EN �����-�

Type A RCBO Single Module
Type A RCBO Single Module

LVE brand high immunity RCBO is an ideal solution for providing over 

current & earth leakage protection. They ensure reliable protection to 

people & installation in networks having pulsated DC, harmonics & 

transients currents, while maintaining continuity of supply by reducing 

nuisance tripping. Handle can be locked with pad-lock to prevent unwanted 

operation for safety.

18

1
2
2

1
3
1

50
61

4
6

64

Description Box QtyPart No

Type A Single Module �Amps B Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps B Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps B Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps B Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps B Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps B Curve ��mA 

high immunity RCBO

Type A Single Module �Amps C Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps C Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps C Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps C Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps C Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps C Curve ��mA 

high immunity RCBO

RA���B-���

RA���B-���

RA���B-���

RA���B-���

RA���B-���

RA���B-���

RA���B-���

RA���C-���

RA���C-���

RA���C-���

RA���C-���

RA���C-���

RA���C-���

RA���C-���

��

��

��

��

��

��

��

��

��

��

��

��

��

��

Description & Features

Technical Data

Type A Single Module ��Amps B Curve ��mA 

high immunity RCBO

Type A Single Module ��Amps C Curve ��mA 

high immunity RCBO



81www.liveelectrical.co.uk sales@liveelectrical.co.uk 80www.liveelectrical.co.uk sales@liveelectrical.co.uk 

Type A RCBO Double Pole

36

8
2

50 16

4
6

70

Description Box QtyPart No

RA���B-���

RA���B-���

RA���B-���

RA���B-���

RA���B-���

RA���B-���

RA���C-��� 

RA���C-��� 

RA���C-��� 

RA���C-��� 

RA���C-��� 

RA���C-���

��

��

��

��

��

��

��

��

��

��

��

��

Type A Double Module � Amps B Curve ��mA high immunity RCBO

Type A Double Module �� Amps B Curve ��mA high immunity RCBO

Type A Double Module �� Amps B Curve ��mA high immunity RCBO

Type A Double Module �� Amps B Curve ��mA high immunity RCBO

Type A Double Module �� Amps B Curve ��mA high immunity RCBO

Type A Double Module �� Amps B Curve ��mA high immunity RCBO

Type A Double Module � Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO 

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Type A Double Module �� Amps C Curve ��mA high immunity RCBO

Type A RCBO

Technical Data

Description Box QtyPart No

�P+N �Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N �Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

RNC���B-���N

RNC���B-���N

RNC���B-���N

RNC���B-���N

RNC���B-���N

RNC���B-���N

RNC���B-���N

RNC���C-���N

RNC���C-���N

RNC���C-���N

RNC���C-���N

RNC���C-���N

RNC���C-���N

RNC���C-���N

��

��

��

��

��

��

��

��

��

��

��

��

��

��
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77
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5

Rated current In(A):�,��,��,��,��,��,��.

Rated voltage Un: ���VAC.

Poles:�P+N.

Trippping curve:B,C.

Residual current operating characteristic:TypeA.

Rated frequency:��/�� Hz.

Rated short-curcuit breaking capacity Inc:� kA.

Operating temperature:-��~+��℃.

Contact position degree:IP��.

Rated residual operating current lAn(mA):��,��,���,���mA.

Complies with BS EN�����-�.

Bidirectional.
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Type A RCBO

Technical Data

Description Box QtyPart No

�P+N �Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N ��Amps B Curve ��mA Type A RCBO

�P+N �Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

�P+N ��Amps C Curve ��mA Type A RCBO

RTN���B-���N

RTN���B-���N

RTN���B-���N

RTN���B-���N

RTN���B-���N

RTN���B-���N

RTN���B-���N

RTN���B-���N

RTN���C-���N

RTN���C-���N

RTN���C-���N

RTN���C-���N

RTN���C-���N

RTN���C-���N

RTN���C-���N

RTN���C-���N

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��
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Rated current In(A):�,��,��,��,��,��,�� ,��A.

Rated voltage Un: ���/���VAC.

Poles:�P+N,�P,�P,�P+N,�P.

Trippping curve:B,C,D.

Residual current operating characteristic:TypeA.

Rated frequency:��/�� Hz.

Rated short-curcuit breaking capacity Inc: ��kA.

Contact position degree:IP��.

Rated residual operating current lAn(mA):��,��,���,���mA.

Complies with BS EN�����-�.

��KA Arc Fault Detection Device With RCBO

36±0.5
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Rated working voltage (Ue): AC���V.

Rated operating frequency: ±��Hz �%.

Rated insulation voltage (Ui): ���V.

Rated impulse withstand voltage (Uimp): �kV.

Rated current (In): �A, ��A, ��A, ��A, ��A, ��A,��A.

Number of N poles: �P+N.

Protection Curve B.

Operating short-circuit capacity (Ics): ��kA.

Rated residual operating currentI△n: ��mA.

Insulation material group: Ⅲa. 

Ambient Temperature range: -�~��°C.

Storage Temperature range: -��°C ~ +��°C.

Type: A.

Part No Description Box Qty

AFD�B-��

AFD��B-��

AFD��B-��

AFD��B-��

AFD��B-��

AFD��B-��

AFD��B-��

�A B curve ��kA Arc Detection Device With RCBO

��A B curve ��kA Arc Detection Device With RCBO

��A B curve ��kA Arc Detection Device With RCBO

��A B curve ��kA Arc Detection Device With RCBO

��A B curve ��kA Arc Detection Device With RCBO

��A B curve ��kA Arc Detection Device With RCBO

��A B curve ��kA Arc Detection Device With RCBO

��

��

��

��

��

��

��

Technical Parameters
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�KA Arc Fault Detection Device With RCBO
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The AFD series arc fault protector combines arc fault detection with RCBO protection. The AFD series arc fault protector has the functions 

of short circuit protection, overload protection, leakage protection and arc fault protection.

AFD series arc fault protection devices are designed for use on circuits rated up to ��A and below to protect against arc faults, overloads, 

short circuits and leakage. When the AFD series arc fault protection devices detect the presence of arc faults in the line, they will 

automatically trip and isolate the circuit.

Rated working voltage (Ue): AC���V

Rated operating frequency: ±��Hz �% 

Rated insulation voltage (Ui): ���V 

Rated impulse withstand voltage (Uimp): �kV 

Rated current (In): �A, ��A, ��A, ��A, ��A, ��A,��A

Number of N poles: �P+N 

Protection Curve B

Operating short-circuit capacity (Ics): �kA 

Rated residual operating currentI△n: ��mA 

RCD Type:   A

Insulation material group: Ⅲa 

Ambient Temperature range: -�~��°C

Storage Temperature range: -��°C ~ +��°C

Part No Description Box Qty

AFD�B

AFD��B

AFD��B

AFD��B

AFD��B

AFD��B

AFD��B

�A Bcurve � A Arc Detection Device With RCBOk  

��A Bcurve �kA Arc Detection Device With RCBO

��A Bcurve �kA Arc Detection Device With RCBO

��A Bcurve �kA Arc Detection Device With RCBO

��A Bcurve �kA Arc Detection Device With RCBO

��A Bcurve �kA Arc Detection Device With RCBO

��A Bcurve �kA Arc Detection Device With RCBO

��

��

��

��

��

��

��

Description & Features

Technical Data

Residual Current Devices

49

4
5

3
6

6536

8
1

70

Provides protection against earth fault/leakage current and function of isolation; High breaking current withstand capacity; Applicable to 

terminal and pin type busbar connection; Equipped with finger protected connection terminals; Flame resistant plastic parts endures 

abnormal heating and strong impact; Automatically disconnect the circuit when earth fault/leakage current occurs and exceeds the rated 

sensitivity; lndependent of power supply and line voltage, and free from external interference, voltage fluctuation.

Pole No.: �

Rated current(A):�� ���A

Rated voltage: ���/���V AC

Rated frequency: ��/��Hz

Rated residual operating current I△(mA):��,���

Rated residual non operating current: �.�I△n

Rated conditional breaking current Inc: ����A

Tripping duration Instantaneous tripping≤�.�s

Residual tripping current range:�.�I△n~l△n

Electro-mechanical endurance:���� cycles

Connection capacity Rigid conductor up to ��mm�

Connection terminal Screw terminal

Pillar terminal with clamp

Fastening torque �.� Nm

Installation: On symmetrical DIN rail ��mm

Panel mounting

Time Delay Residual Current Devices

Part No Description Box Qty

��

��

RT���-���

RT����-���

�Pole ��Amps ���mA Time Delay RCD

�Pole ���Amps ���mA Time Delay RCD

Technical Data

Description & Features
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Type A Residual Current Devices

49
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LIVE brand Type A RCDS are designed our LSMC&FMC range and for individual EV chargers, where the model and make of the vehicle 

being charged is unknown. 

They can detect & respond as for type AC, plus pulsating DC components. 

Pole No.: �.

Rated current(A): �� �� �� �� ���A.

Rated voltage: ���/���V AC.

Rated frequency: ��/��Hz.

Rated residual operating current I△(mA):��,���,���.

Rated residual non operating current: �.�I△n.

Rated conditional breaking current Inc: ����A.

Tripping duration Instantaneous tripping≤�.�s.

Residual tripping current range:�.�I△n~l△n.

Electro-mechanical endurance:���� cycles.

Connection capacity Rigid conductor up to ��mm�.

Connection terminal Screw terminal.

Pillar terminal with clamp.

Part No Description

RDA���-���

RDA���-���

RDA���-���

RDA���-���

RDA����-���

RDA���-���

RDA���-���

RDA���-���

RDA���-���

RDA����-���

RDA���-���

RDA���-���

RDA���-���

RDA���-���

RDA����-���

�Pole ��Amps ��mA Type A high immunity RCD 

�Pole ��Amps ��mA Type A high immunity RCD 

�Pole ��Amps ��mA Type A high immunity RCD 

�Pole ��Amps ��mA Type A high immunity RCD 

�Pole ���Amps ��mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ���Amps ���mA Type A high immunity RCD

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ���Amps ���mA Type A high immunity RCD 

Design Features

Technical Data

� Pole Type A Residual Current Devices

49

4
5

3
6

6572

8
1

70

LIVE brand Type A RCDS are designed our TPN ��� range and for individual EV chargers, where the model and make of the vehicle being 

charged is unknown. 

They can detect & respond as for type AC, plus pulsating DC components. 

Pole No.: �.

Rated current(A): �� �� �� �� ���A.

Rated voltage: ���/���V AC.

Rated frequency: ��/��Hz.

Rated residual operating current I△(mA):��,���,���.

Rated residual non operating current: �.�I△n.

Rated conditional breaking current Inc: ����A.

Tripping duration Instantaneous tripping≤�.�s

Residual tripping current range:�.�I△n~l△n.

Electro-mechanical endurance:���� cycles.

Connection capacity Rigid conductor up to ��mm�.

Connection terminal Screw terminal.

Pillar terminal with clamp.

� Pole ��Amps ��mA Type A high immunity RCD

� Pole ��Amps ��mA Type A high immunity RCD

� Pole ��Amps ��mA Type A high immunity RCD

� Pole ���Amps ��mA Type A high immunity RCD

� Pole ��Amps ���mA Type A high immunity RCD

� Pole ��Amps ���mA Type A high immunity RCD

� Pole ��Amps ���mA Type A high immunity RCD

� Pole ���Amps ���mA Type A high immunity RCD

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ��Amps ���mA Type A high immunity RCD 

�Pole ���Amps ���mA Type A high immunity RCD 

RDA���-���

RDA���-���

RDA���-���

RDA����-���

RDA���-���

RDA���-���

RDA���-���

RDA����-���

RDA���-���

RDA���-���

RDA���-���

RDA����-���

Part No Description

Design Features

Technical Data
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Type B Residual Current Circuit Breaker(RCCB)

52.8

4
5

8
1
.2

71.6

4
5

8
1
.2

3
4
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50

67

77

Smooth DC residual currents can occur in industrial, commercial and residential applications which contain photovoltaic systems, frequency 

converters or electronic devices. Our type B RCCB can detect DC fault currents, which can occur in frequency inverter controls, photovoltaic 

systems as well as through electronics used in households. They can detect residual current faults comprising of pure AC up to ���� hertz, 

rectified AC, pure DC and pulsating DC, and increases safety considerably. They comply with IEC/EN �����-� and IEC/EN �����.

Rated Current: ��A,��A,��A

Rated tripping current I△n: ��mA/���mA/���mA

Sensitivity:AC, pulsating and smooth DC residual currents

Rated voltage Un:���/��� V AC

Rated frequency: ��Hz

Rated insulation voltage Ui: ���V

Rated impulse withstand voltage Uimp:  � kV (�,�/��μs)

Rated short circuit capacity Icn: ��kA

Peak withstand current:�kA

Endurance electrical:�.��� operating cycles

Endurance mechanical: ����� operating cycles

Operation temperature:-� °C to +�� °C

Degree of protection: IP��

Terminal capacity: �,� - �� mm²

Rated: �mA Smooth DC

Part No Description Box Qty

�

�

�

�

�

�

CEV���B-���

CEV���B-���

CEV���B-���

CEV���B-���

CEV���B-���

CEV���B-���

� Pole ��Amps ��mA Type B  RCCB (� module)

� Pole ��Amps ��mA Type B  RCCB (� module)

� Pole ��Amps ��mA Type B  RCCB (� module)

� Pole ��Amps ��mA Type B  RCCB (� module)

� Pole ��Amps ��mA Type B  RCCB (� module)

� Pole ��Amps ��mA Type B  RCCB (� module)

Description & Features

Technical Data

CONTACTOR AND 

OVERLOAD RELAY
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MAC Modular AC Contactor

8
1

35

4
5

16

50

3
6

68

Compact modular design.

Elegant appearance. mounting instruction diagram is 

appended for convenient operation.

No noise during operation.

AC contactor for domestic applications & ��mm Din rail Mounting.

Suitable for housing within a consumer unit or modular enclosure.

Electric rating up to ��A, ��A, ��A, ��A, ��A.

Complies with BS EN �����-�-�.

Part No Description

��

��

��

��

��

��

��

��

��

��

MAC�P��

MAC�P��

MAC�P��

MAC�P��

MAC�P��

MAC�P��

MAC�P��

MAC�P��

MAC�P��

MAC�P��

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

� Pole ��A �NO AC contactor

�P

�P

�P

�P

�P

�P

�P

�P

�P

�P

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

AC-�,AC-�a/AC-�b

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

���V

��/�

��/�.�

��/��

��/��

��/��

��/�

��/�.�

��/��

��/��

��/��

�kw/�.�kw

�.�kw/�.�kw

�.�kw/�.�kw

�.�kw/�.�kw

��kw/�.�kw

��kw/�.�kw

��kw/�kw

��kw/�.�kw

��kw/�.�kw

��kw/�.�kw          

Box Qty No. of
Poles

Utilization
categories

Ui(V) Ue(V~)
Rated

Current(A)
Control
power

Description & Features
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Household DC Coil AC Contactor

Suitable for housing within a consumer unit or modular enclosure.

Compact modular design.

Elegant appearance. 

No noise during operation.

��mm Din rail Mounting.

Electric rating up to ��A ,��A, ��A, ��A, ��A, ��A.

Complies with BS EN �����-�-�.

Poles:�P,�P.

Ue(V~): �P:���V  �P:���V.

Ui(V): �P:���V �P:���V.

Uimp:�kV.

Coil Voltage：DC��V,DC��V.

Part No Description Box Qty

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

MDAC�P��/��V

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V Dc coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

� Pole ��A �NO AC contactor/��V DC coil

���

���

���

��

��

��

���

���

���

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

Description & Features
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LAC Modular AC contactor

AC contactor is suitable for using in the circuits up to the rated voltage ���V 

AC ��Hz or ��Hz, rated current up to ��A, for making, breaking, frequently 

starting & controlling the AC motor. Combined with the auxiliary contact 

block, timer delay & machine-interlocking device etc, it becomes the delay 

contactor, mechanical-interlocking contactor, star-delta starter. With the 

thermal relay, it iscombined into the electromagnetic starter. The Contactor 

is produced according to IEC ���-�, BS����.

Type

Rated working 
current(A)

AC3 capacity of 
phase 

3 squirrel-cage 
motor AC3(KW)

Rated heat current(A)

Electrical life

Mechanical

Number of the contact

AC3

AC4
220/230V

380/400V

415V

440V

500V
660/690V

4
AC4 x 10

4
AC3 x 10

9

3.5

2.2

4

4

4

5.5

5.5

20

20

2

20

3P+NO

3P+NC

12
5

3

5.5

5.5

5.5

7.5

7.5

20

20-15

2

20

18

7.7

4

7.5

9

9

10

10

32

20-7

2

20

25

8.5

5.5

11

11

11

15

15

40

15-7

2

20

32

12

7.5

15

15

15

18.5

18.5

50

15-7

2

20

LAC-09 LAC-12 LAC-18 LAC-25 LAC-32

Type

Rated working 
current(A)

AC3 capacity of 
phase 

3 squirrel-cage 
motor AC3(KW)

Rated heat current(A)

Electrical life

Mechanical

Number of the contact

AC3

AC4
220/230V

380/400V

415V

440V

500V
660/690V

4AC4 x 10
4AC3 x 10

40

18.5

11

18.5

22

22

22

30

60

10-7

2

20

3P+NC+NO

50

24

15

22

25

30

30

33

80

7

2

20

65

28

18.5

30

37

37

37

37

80

7-6

1.6

20

80

37

22

37

45

45

55

45

125

7-5

1.6

10

95

44

25

45

45

45

55

45

125

7-5

1.6

10

LAC-40 LAC-50 LAC-65 LAC-80 LAC-95

Part No Description Box Qty

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

LAC-����/���V

�P+�NO+�NC �A ���V AC contactor

�P+�NO+�NC �A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

�P+�NO+�NC ��A ���V AC contactor

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

Design Features

Dmax (AX-3Cx2)
Amax

C1

b
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1

a1
a2

C2 C1

Cmax/Gmax (dust cover)

Emax (AX-3X)/Fmax(F5)

B
m

a
x

�A~��A

��A

��A~��A

��A~��A

��A~��A

��.�

��.�

��.�

��

��

��

��

��

���

���

��

��

��

���

���

��

��

��

���

���

���.�

���.�

���.�

���.�

���.�

���.�

���.�

���.�

���.�

���.�

��

��

��

���

���

��±�.��

��±�.��

��±�.��

��±�.��

��±�.��

��±�.��

��±�.��

��±�.��

���±�.��

���±�.��

φ�.�

φ�.�

φ�.�

φ�.�

φ�.�

-

-

-

��

��

-

-

-

���

���

-

-

-

φ�

φ�.�

Amax Bmax Cmax Dmax Emax Fmax Gmax a� b� C� a� b� C�

Dmax (AX-3Cx2)

Amax

a1

b
1

C1

Emax(AX-3X)/Fmax(F5)

Cmax/Gmax(dust cover)

B
m

a
x

Hot Overload Relay

The LVE thermal relay can be used in the circuit of ��Hz or ��Hz, rated insulation voltage ���V, rated current �.�-�.��A for protecting the 

phase break when the electric motor is overload . The relay has different mechanism and temperature compensation & can be pluged in 

LAC series AC contact .

Rated frequency ��-��Hz.

Altitude: not exceeding ����m.

The ambient air temperature is -�� ℃~+�� ℃, and the average temperature within �� hours does not exceed+�� ℃.

Part No Description Box QtyRated current selection range(A)

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

��

��

��

��

��

��

��

��

��

��

��

��

OR�-D��/�.��

OR�-D��/�.��

OR�-D��/�.��

OR�-D��/�.��

OR�-D��/�.�

OR�-D��/�.�

OR�-D��/�.�

OR�-D��/�.�

OR�-D��/�.�

OR�-D��/�.�

OR�-D��/�.�

OR�-D��/��.�

OR�-D��/��.�

OR�-D��/��.�

OR�-D��/��.�

OR�-D��/��

OR�-D��/��

OR�-D��/��

OR�-D��/��

OR�-D��/��

OR�-D��/��

OR�-D��/��

OR�-D��/��

OR�-D��/��

OR�-D��/���

OR�-D��/���

OR�-D��/���

�.��A D�� hot overload relay

�.��A D�� hot overload relay

�.�A D�� hot overload relay

�.��A D�� hot overload rela)

�.�A D�� hot overload relay

�.�A D�� hot overload relay

�.�A D�� hot overload relay

�.�A D�� hot overload relay

�.�A D�� hot overload relay

�.�A D�� hot overload relay

�.�A D�� hot overload relay

��A D�� hot overload relay

��A D�� hot overoad relay

��A D�� hot overoad relay

��A D�� hot overload relay

��A D�� hot overoad relay

��A D�� hot overload relay

��A D�� hot overoad relay

��A D�� hot overload relay

��A D�� hot overoad relay

��A D�� hot overload relay

��A D�� hot overoad relay

��A D�� hot overload relay

��A D�� hot overoad relay

���A D�� hot overload relay

���A D�� hot overload relay

���A D�� hot overload relay

Description & Features

Technical Data

�.��~�.�� rated current (A)

�.��~�.�� rated current (A)

�.��~�.�� rated current (A)

�.��~�.�� rated current (A)

�.��~�.� rated current(A)

�.�~�.� rated current (A)

�.��~�.� rated current(A)

�.�~�.� rated current (A)

�.�~�.� rated current (A)

�.�~�.� rated current (A)

�.�~�.� rated current (A)

�.�~��.� rated current (A)

�.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~��.� rated current(A)

��.�~��.� rated current (A)

��.�~��.� rated current (A)

��.�~���.� rated current (A)

��.�~���.� rated current (A)

���.�~���.� rated current(A)

46max

6
7

m
a

x

95max

9
0

m
a

x

64max

93max

8
3

72max 119



SINGLE PHASE ENERGY METER

DIGITAL TIMER 

BELL TRANSFORMER
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Voltage: ���V  AC

Frequency: ��/��Hz

Base current(Ib): �A

Max current(Imax): ��A

Kwh display: �+� digits(������.�kwh)

Impulse ����imp/kwh

IP�� protection degree

��mm standard DIN rail installation

Complies with EN�����-��

Single Phase Energy Meter

Single phase energy meter with LCD data displaying, it can display total 

energy consumption by step type impulse register.

9
0

18

3
8

20
14

31

4
5

65

Description Box QtyPart No

MLCD�� ��Single phase energy meter with LCD data displaying

Technical Data

Description & Features

Bell Transformer
Applicable to circuit with rated voltage ���V~ and rated frequency ��/��Hz, 

used to power electric bell of extra low voltage.

Safe electrical separation between primary and secondary circuit.

Provides extra low voltage up to ��V.

Low temperature rising.

High output accuracy.

Extra overload capacity up to ��% within �� hours.

LBT-�

LBT-�

LBT-�

LBT-��

LBT-��

LBT-��

�V Bell Transformer

�V Bell Transformer

�V Bell Transformer

��V Bell Transformer

��V Bell Transformer

��V Bell Transformer

��

��

��

��

��

��

Description Box QtyPart No

36

8
8

4
4

6
4

8
2

64

14 14 14
22

Rated input voltage: ���V AC.

Rated output voltage: �, �, �, ��, ��, ��V.

Rated frequency: ��/��Hz.

Rated power output: �VA.

Consumption: �.��W.

Service period: continuous operating.

Pollution class: �.

Connection terminals: pillar 

terminal with clamp.

Connection capacity: rigid 

conductor ��mm².



97www.liveelectrical.co.uk sales@liveelectrical.co.uk 96www.liveelectrical.co.uk sales@liveelectrical.co.uk 

Unit:mm

m
a
x4

5
.5

m
a
x8

6
.5

max65.5max36.0

Load

Load

1 2 3

L
N

4 5 6

OKMenu
Rse

L

N

4 5 6

OKMenu
Rse

1 2 3

L

N

Double Module Digital Timer

Double-channel digital timer for installation inside of a consumer unit.Ideal 

for controlling circuits quickly and easily.

Controls � Circuits

� Buttons to Program,�� Cycle program

�� Memory pulse program,Adjustable pulse duration �s~��s

Built-in lithium battery, and travel time as usual after power failure

Manufactured to EN �����-�

� Modules

��mm DIN Rail Mountable

Digital Display

Display year/month/day/hour/minute

Easy to Use

Description Box QtyPart No

�TIME���D Double-channel digital timer

Single Module Digital Timer

65.5

8
6

.5

8
6

.5

17.5

Load

L
N

NL

NL

1

2 3

EXT
External
Switch

4
5

.5

1 EXT

2 3

Unit:mm

Single module digital timer for installation inside of a consumer unit. Ideal 

for controlling circuits quickly and easily.

��mm DIN Rail Mountable.

Digital Display.

Display year/month/day/hour/minute.

Easy to Use.

Controls � Circuits.

� Buttons to Program.

Built-in lithium battery, and travel time as usual after power failure.

Manufactured to EN �����-�.

Description Box QtyPart No

TIME��S Single module digital timer �

Technical Data

Description & Features

WiFi Circuit Breaker Switch

Description Box QtyPart No

WCB�-��N �-��A �P+N WiFi Circuit Breaker Switch �

Technical Data

Model selection: Metering Type.

Rated operating voltage range: ��V-���V.

In:�-��A(Adjustable).

Breaking Capacity:�kA.

Rated Frequency:��/��HZ.

Using environment: -��〜+��.

Poles description: �P+N (N Pole pass-through).

Function： Remote control, Countdown ,Timing, Voice control, Metering stating.

Standard: IEC �����.

IP��.

Mounting type: Din Rail.

18

82

50

36 45

67



ROTARY ISOLATOR AND 

INDUSTRIAL CONNECTOR
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IP Rating IP��.

Contorms To BS-EN �����-�.

Tough durable thermoplastic construction.

Interlock front cover can only be removed when in the off position.

Operating Voltage:���V AC.

Switch can be removed trom DIN rail assembly allowing quick 

and easy first fix.

Cable entry knockouts on enclosures.

Weatherproof Rotary lsolator Switch

W D

H

The LVE weatherproof rotary isolator switch range is manufactured from tough, durable thermoplastic for outdoor switching protection. 

Designed with safety in mind, the interlocked front covers can only be removed when in OFF position. Lockable switch prevents 

tampering.

Part No Description Box Qty
Dimensions

W H D

RI���

RI���

RI���

RI���

RI���

RI����

RI���-L

��

���

���

���

���

���

���

��

��

��

��

��

��

��

���

���

���

���

���

���

���

��

���

���

���

���

���

���

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ���A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator , big box                  

Description & Features

Technical Data
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Weatherproof Rotary lsolator Switch

The LVE weatherproof rotary isolator switch range is manufactured from tough, durable thermoplastic for outdoor switching protection. 

Designed with safety in mind, the interlocked front covers can only be removed when in OFF position. Lockable switch prevents 

tampering. 

W D

H

Poles:�P/�P.

Rated current:��A,��A,��A,��A,��A,��A,��A,���A,���A.

IP Rating :IP��.

Standards: BSEN�����-�.

Operating Voltage:���V AC.

Terminal Torque：��~��A:�.�Nm，��~��A:�.�Nm,��~���A:�.�Nm.

Tough durable thermoplastic construction.

Interlock front cover can only be removed when in the off position.

Cable entry knockouts on enclosures.

RIH���

RIH���

RIH���

RIH���

RIH���

RIH���

RIH����

RIH���

RIH���

RIH���

RIH���

RIH���

RIH���

RIH����

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ���A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ��A Weatherproof Rotary Isolator

� Pole ���A Weatherproof Rotary Isolator

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

��

��

��

��

��

��

��

��

��

��

��

��

��

��

Part No Description Box Qty
Dimensions

W H D

Description & Features

Technical Data

Interlocked Switched Sockets

W

H

D

Interlock ensures that socket is switched off before plug can be removed.

IP�� rated.

Rated voltage: AC ���-���V~.  

Operation Temperature: -��+��°C.

Rated current: ��A, ��A.

Material: Flame Retardant PA��.

Standards: BS EN�����-�, BS EN�����-�,BS EN�����-�.  

Part No Description Box Qty
Dimensions

W H D

IS�PE��

IS�PE��

IS�PNE��

IS�PE��

IS�PE��

IS�PNE��

���

���

���

���

���

���

��

��

��

��

��

��

���

���

���

���

���

���

���

���

���

���

���

���

Wall Mounted Socket with interlock ��A �P+E 

Wall Mounted Socket with interlock ��A �P+E 

Wall Mounted Socket with interlock ��A �P+N+E 

Wall Mounted Socket with interlock ��A �P+E 

Wall Mounted Socket with interlock ��A �P+E 

Wall Mounted Socket with interlock ��A �P+N+E   

Features & Benefits
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Changeover Switch IP��

� Position with centre off.

IP�� Water and dust protection.

Knockouts top & bottom.

Complies with BS EN�����-�.

The LVE range of changeover switches are presented in robust flame retardant enclosures for surface mounting.

W

H

D

D1

W

H

Φ
5
.4

75

6
7

4
2

54.5

D

D1

Φ
5
.4

1
6
5

1
4
0
.5

75

54.5

Part No Description Box Qty
Dimensions

W H D

CS�P��

CS�P��

CS�P��

CS�P��

��

��

��

���

��

��

��

��

���

���

���

���

���

���

���

���

� Pole ��A Changeover Switch 

� Pole ��A Changeover Switch 

� Pole ��A Changeover Switch 

� Pole ��A Changeover Switch 

���

���

���

���

D�

Description & Features

Waterproof Isolator Switch

1
6
5

82

9
0

72

The WI series of weather-resistant isolation switches have a wide range of applications, 

suitable for any outdoor application conditions. Including single pole, double pole, three pole, 

four pole switch, the current range of ��A to ��A. The base mounting device provides easier 

termination and more wiring space.

Threaded fittings and threaded reducer fittings are supplied for ��mm or ��mm pipe and nut 

connections.

Nuts must conform to IP class.

Impact-resistant base and cover can withstand violent impact in almost all installation 

conditions. The two parts are sealed by a weatherproof sealing gasket.

For safety, a �mm diameter hole is provided for locking the lever in the OFF position. Deep 

mounted partitions ensure that the lever is protected against accidental manipulation.

Operating voltage:���V/���V.

Poles:�P,�P,�P,�P.

All devices comply with IEC�����-�.

Standard Colors:white/grey.

Weatherproof to IP��.

Part No Description Box Qty

WI�P��A

WI�P��A

WI�P��A

WI�P��A

WI�P��A

WI�P��A

WI�P��A

WI�P��A

WI�P��A

�Pole ��Amps

�Pole ��Amps

�Pole ��Amps

�Pole ��Amps

�Pole ��Amps

�Pole ��Amps

�Pole ��Amps

�Pole ��Amps

�Pole ��Amps

��

��

��

��

��

��

��

��

��

Metal Waterproof Isolator Switch 

114

1
3
4

40

TPNI�� ��A TP+N METAL ��

Part No Description Box Qty

Description & Features
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Industrial Plugs, sockets, connectors
Industrial Plug

Technical Data

Industrial Surface Mounting Socket

127

8
5

5
0

23

3
0

68

8
5

50

23

3
0

9
2

5
0

3
3

70

119

4
8

20

3
0

36
55

48

Description Box QtyPart No
Dimensions

P���

P���

P���

P���

P���

P���

��

��

��

��

��

��

���

���

���

���

���

���

��

��

��

��

���

��

� Pole+E, ��A

� Pole+E, ��A

� Pole+N+E, ��A

� Pole+E, ��A

� Pole+E, ��A

� Pole+N+E, ��A

W H

Number of Poles �P+E �P+E �P+N+E �P+E �P+E �P+N+E

Rated current In(A) ��A ��A ��A ��A ��A ��A

Rated voltage Un
���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

Degree of Protection IP�� IP�� IP�� IP�� IP�� IP��

Conductor Cross-sections �-�.� �-�.� �-�.� �.�-� �.�-� �.�-�

Earthing Position �h �h �h �h �h �h

P��� P��� P��� P��� P��� P���

S���

S���

S���

S���

S���

S���

��

��

��

��

��

��

���

���

���

���

���

���

��

��

���

���

���

���

� Pole+E, ��A

� Pole+E, ��A

� Pole+N+E, ��A

� Pole+E, ��A

� Pole+E, ��A

� Pole+N+E, ��A

Description Box QtyPart No
Dimensions
W H

�P+E �P+E �P+N+E �P+E �P+E �P+N+E

��A ��A ��A ��A ��A ��A

���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

IP�� IP�� IP�� IP�� IP�� IP��

�-�.� �-�.� �-�.� �.�-� �.�-� �.�-�

Number of Poles

Rated current In(A)

Rated voltage Un

Degree of Protection

Conductor Cross-sections

Earthing Position �h �h �h �h �h �h

S��� S��� S��� S��� S��� S���

129
181

9
2

136

7
3

5
0 3
0

23
90

46

6
7

50

Industrial Plugs, sockets, connectors
Industrical Connector

Description Box QtyPart No
Dimensions
W H

C���

C���

C���

C���

C���

C���

��

��

��

��

��

��

���

���

���

���

���

���

��

��

��

��

��

��

� Pole+E, ��A

� Pole+E, ��A

� Pole+N+E, ��A

� Pole+E, ��A

� Pole+E, ��A

� Pole+N+E, ��A

�P+E

��A

IP��

�-�.�

�h

�P+E

��A

IP��

�-�.�

�h

�P+N+E

��A

IP��

�-�.�

�h

�P+E

��A

IP��

�.�-�

�h

�P+E

��A

IP��

�.�-�

�h

�P+N+E

��A

���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

���V-

���V~

IP��

�.�-�

�h

Number of Poles

Rated current In(A)

Rated voltage Un

Degree of Protection

Conductor Cross-sections

Earthing Position

C���C��� C��� C��� C��� C���



LIMIT SWITCH
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Limit Switch

LME-8104 LME-8107 LME-8108 LME-8111 LME-8112 LME-8166

LME-8104 LME-8107 LME-8108

LME-8111 LME-8112 LME-8166



FUSE AND FUSE HOLDER
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Limit Switch

Technical Date

Operating Characteristics

FERATURE

Contact voltage Resistance load Induced load

AC125V 5A 3A

AC250V 5A 2A

DC115V 0.4A 0.1A

Initial Contact Resistance Maximum 15mΩ Voltage drop 6-8V at nominal current

Initial Insulation Resistance Min 100 mΩ

Initial Break-Over Voltage

The average effective value between terminals that are not in series is 1000V per minute. 

The average effective value between fixed metals and terminals is 2000V per minute. 

The average effective value between ground and terminals is 2000V per minute

Shock Resistance max
Free state:10G

Running state:30G

Vibration Resistance Standard: Max 55Hz

-20°C~+60°C, -4~+140°F~~Ambient Temperature

Ambient Humidity

IP Rating

<95%

IP64

Part No.

OF (Max) 

RF (Min) 

PT (Max) 

OT (Min)

MD (Max)

OP(mm) 

LME8104 LME8108 LME8107 LME8111 LME8112 LME8166

750g 750g 750g 900g 900g 150g

100g 100g 100g 150g 150g

20° 20° 20° 1.5mm 1.5mm 30mm

50° 50° 50° 4mm  4mm

12° 12° 12° 1mm 1mm

26±0.8mm 37±0.8mm

Double circuit type of limit switch

Small volume water-proof and oil-proof construction Built-in micro switch with double spring machine, longer mechanical life

Easy wiring



Cylindrical fuse links gG class for use as general protection against overloads and short circuits, intended as protection of cables, power 

lines and equipment. Made of ceramic tube with high withstand to internal pressure and thermal shock, that allow a high breaking 

capacity in a reduced physical space.They Comply with IEC/ EN �����.

Fuse

��x�� Fuse

��x�� Fuse

10 10

3
8

FU��A��

FU��A��

FU��A��

FU��A��

FU��A��

FU���A��

FU���A��

��A ��x�� Fuse

��A ��x�� Fuse

��A ��x�� Fuse

��A ��x�� Fuse

��A ��x�� Fuse

���A ��x�� Fuse

���A ��X�� Fuse 

gG

gG

gG

gG

gG

gG

gG

���

���

���

���

���

���

���

��

��

��

��

���

���

���

22

5
8

22

FU�A��

FU�A��

FU�A��

FU��A��

FU��A��

FU��A��

FU��A��

�A ��x�� Fuse

�A ��x�� Fuse

�A ��x�� Fuse

��A ��x�� Fuse

��A ��x�� Fuse

��A ��x�� Fuse

��A ��x�� Fuse

gG

gG

gG

gG

gG

gG

gG

���

���

���

���

���

���

���

���

���

���

���

���

���

���

Part No. Description Function Class U(v) Breaking Capacity (kA)

Part No. Description Function Class U(v) Breaking Capacity (kA)
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Fuse Holder

27

1
0
8

50

3
6

3
6

73

18

7
7

4
5

56

43

LVE fuse holders are mainly used for protecting the electrical circuit against overload and short-circuits(gG/gL), they are made of a 

polymer high performance with a fusion temperature more than ��� ºC. 

This provides a safety margin against a possible overheating of the fuse, and when it exceeds the rated power acceptance of the fuse 

holder. 

They for industrial cylindrical fuse links, for mounting on din rail. They Comply with IEC/ EN �����.

Part No. Description

WS��-��

WS��-���

Single Pole/��A Rail Mount Fuse Holder Without Fuse

���A Rail Mount Fuse Holder Without Fuse

Fuse Size

��x��mm

��x��mm

��A

���A

Max Rated 
Current

U(v)

���V AC

���V AC

�W

�.�W

�W

��W

Rated Power 
Dissipation

Max Power 
Dissipation



SWITCH AND SOCKET

112www.liveelectrical.co.uk sales@liveelectrical.co.uk 113www.liveelectrical.co.uk sales@liveelectrical.co.uk 

Rated Voltage: ��-���V AC.

Rated Current: ��A.

Rated frequency: ��/��HZ.

Color: white, black, gold, gray.

Size: ��mm*��mm、��mm*���mm、��mm*���mm.

Mounting hole distance: ��mm.

Product Certification: CE.

Warranty: � years.

Wiring method: single pole live wire.

Working environment temperature: -��~+��C°.

Working environment humidity: relative humidity <��%.

Tempered glass panel, high-grade appearance. 

Panel design is configurable, you can customize different colors and 

patterns  according to customer requirements. The outer casing adopts 

imported ABS fireproof injection molding material for safety. 

With LED light indication, the position of the switch is displayed in the 

dark, highlighting the switch location. 

Electronic switching, rather than the traditional mechanical switching. 

Switch defaults to open after power failure. 

For domestic, offices, hotels, hospitals, factories and other locations. 

Can control such as incandescent lamps, energy-saving lamps, lamps, LED 

lights and other types of lamps on the market.

Touch Light Switch
Features Technical Parameters

Remote Touch Light Switch

Wifi Remote Touch Light Switch

Remote Controller

Touch Light Switch

86

8
6

60

8
36 �

TLS-�B, TLS-�W
TLS-�G, TLS-�GL

TLS-� Touch Light Switch � Gang/� Way 

�
TLS-�B, TLS-�W
TLS-�G, TLS-�GL

TLS-� Touch Light Switch � Gang/� Way 

�
TLS-�B, TLS-�W
TLS-�G, TLS-�GL

TLS-� Touch Light Switch � Gang/� Way 

Box QtyPart No. Description

�
TLSR-�B, TLSR-�W
TLSR-�G, TLSR-�GL

TLSR-�
Wireless Remote Touch Light Switch � 

Gang/� Way With Remote Controller

�
TLSR-�B, TLSR-�W
TLSR-�G, TLSR-�GL

TLSR-�
Wireless Remote Touch Light Switch � 

Gang/� Way With Remote Controller

�
TLSR-�B, TLSR-�W
TLSR-�G, TLSR-�GL

TLSR-�
Wireless Remote Touch Light Switch � 

Gang/� Way With Remote Controller

Box QtyPart No. Description

�
TLSW-�B, TLSW-�W
TLSW-�G, TLSW-�GL

TLSW-�
Wifi Touch Light Switch � Gang/

� Way 

�
TLSW-�B, TLSW-�W
TLSW-�G, TLSW-�GL

TLSW-�
Wifi Touch Light Switch � Gang/

� Way 

�
TLSW-�B, TLSW-�W
TLSW-�G, TLSW-�GL

TLSW-�
Wifi Touch Light Switch � Gang/

� Way 

Box QtyPart No. Description

The remoter has the functions of small and portable, portable, remote control. 

It needs to be used in conjunction with a wall switch with remote control 

function.

One AAA battery required. Multiple switches are combined together, without 

interference with each other, and the remote control works from anywhere in 

the home. 

�TLS-RC Remote Light Switch Controller

Part No. Box QtyDescription
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White RCD Socket

RSPS213A/030-A

Technical Data

146

8
6

3
6

Operating Model: Latching(Passive).

Operating Voltage: AC���-���V/��Hz.

Current Rating Maximum operating current:��A.

Fully complies with BS����.

Rated Trip Current: ��mA.

Trip Speed: ��ms.

Contact Break Double Pole.

Cable Capacity �×�.�mm�.

Conforms To BS����, BS����.

Tripping type: Type A

��� Gang Switched White RCD Socket ��A ��mARSPS���A/���-A

Part No. Box QtyDescription

This LVE white RCD protected sockets range are protected by a ��mA RCD 

trip and is suitable to replace any standard � or � gang socket.We offer 

weatherproof socket enclosure range especially for white RCD socket when 

using equipment plugged into this socket such as Lawnmowers and other 

outdoor equipment. It complies with all relevant EN specifications and is CE 

certified.

WSDKP-5

WSRSP-5

WSTKP-5

146

8
6

3
6

This LVE white RCD protected sockets range are protected by a ��mA RCD 

trip and is suitable to replace any standard � or � gang socket.We offer 

weatherproof socket enclosure range especially for white RCD socket when 

using equipment plugged into this socket such as Lawnmowers and other 

outdoor equipment. It complies with all relevant EN specifications and is CE 

certified. 

Technical Data

Rated Voltage:AC���-���V/��Hz.

Maximum current:��A.

Rated tripping current:��mA.

Rated tripping time:��mS.

Operating Model: Latching/Passive.

Tripping type: Type A.

Standard: BS����:����.

WSDKP-�

WSRSP-�

WSTKP-�

�Gang Switched RCD Protected Socket White

�Gang Unswitched RCD Protected Socket White

�Gang Switched RCD Protected Socket White

��

��

��

Part No. Box QtyDescription

White RCD Socket

Metal Clad RCD Socket

Metal Clad RCD Socket

Technical Data

RSMS213A/030-A

146

8
9

4
5

The LVE range of RCD protected sockets in Metal are protected by a ��mA 

RCD trip and are suitable to replace any standard � or � gang socket. It 

complies with all relevant EN specifications and is CE certified. lts strong 

metal construction is ideal for use in factories and other industrial 

environments where protection against shock and fire hazard is essential.

��� Gang Switched Metal Clad RCD Socket ��A ��mARSMS���A/���-A

Part No. Box QtyDescription

The LVE range of RCD protected sockets in Metal are protected by a ��mA 

RCD trip and are suitable to replace any standard � or � gang socket. It 

complies with all relevant EN specifications and is CE certified. lt's strong 

metal construction is ideal for use in factories and other industrial 

environments where protection against shock and fire hazard is essential. 

Technical Data

WSDKM-5

WSRSM-5

WSTKM-5

146

8
6

4
5

Rated Voltage:AC���-���V/��Hz.

Maximum current:��A.

Rated tripping current:��mA.

Rated tripping time:��mS.

Operating Model: Latching/Passive.

Tripping type: Type A.

Standard: BS����:����.

WSDKM-�

WSRSM-�

WSTKM-�

�Gang Switched RCD Protected Socket Metal Clad

�Gang Unswitched RCD Protected Socket Metal Clad

�Gang Switched RCD Protected Socket Metal Clad

��

��

��

Part No. Box QtyDescription

Operating Model: Latching (Passive).

Operating Voltage:AC���-���V/��Hz.

Current Rating:Maximum operating current:��A, Fully Complies With  BS����.

Rated Trip Current:��mA.

Trip Speed:BS ����-��ms.

Contact Break:Double Pole.
�Cable Capacity:Up to ��.�mm .

Conforms To BS����, BS����.

Flush Mount Wall Box Supplied.

Tripping type: Type A
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RCD Spur Unit

89

8
9

69

8
2

40

45

Technical Data

RPS13

Operating model:Latching/Passive.

Operating Voltage:AC���-���V/��Hz.

Current Rating :��A.

Rated Trip Current: ��mA.

Trip Speed: ��ms.

Contact Break Double Pole.
�Cable Capacity Up to ��.�mm .

Conforms To Bs����.

Tripping Type:Type AC.

This RCD protected Spur Unit is protected by a ��mA RCD trip and has a ��A 

Fuse with both flush and surface mount cable entries. RCD Fused 

Connection Unit gives additional protection against electric shocks and fire 

risk. The unit will remain latched if the power supply is tripped. It complies 

with all relevant EN specifications and is CE certified.

��RPS�� RCD Protected ��A Fused Spur Connection Unit

Part No. Box QtyDescription

RCD Spur Unit

Technical Data

WSFP-5

WSFM-5

4
5

86

8
6

Rated Voltage:AC���-���V/��Hz.

Maximum current:��A.

Rated tripping current:��mA.

Rated tripping time:��mS.

Operating Model: Latching/Passive.

Tripping type: Type A.

Standard: BS����:����.

This RCD protected Spur Unit is protected by a ��mA RCD trip and has a ��A 

Fuse with both flush and surface mount cable entries. RCD Fused 

Connection Unit gives additional protection against electric shocks and fire 

risk. The unit will remain latched if the power supply is tripped. It complies 

with all relevant EN specifications and is CE certified.

WSFP-�

WSFM-�

Fused Connection Unit  (RCD Spur) White

Fused Connection Unit  (RCD Spur) Metal Clad

��

��

Part No. Box QtyDescription

�� Amps Switched Socket With USB Charger

P22UB3.1

WM22UB3.1

Technical Data

146

8
6

30

525

Working voltage: ��A, ���V.

Working temperature -�� to ��.

USB Output: �.�Amps / �Amps, �V.

UK � pin socket output: ��A, ���V.

Can be fitted any standard  ��mm deep wall box.

Manufactured to BS���� & EN �����-�.

These device must be installed by a competent person, in accordance with 

the current edition of the IET Wiring Regulations (BS����) & Building 

Regulations.

��

��

P��UB�.�

WM��UB�.�

� Gang ��Amps Switched White Socket with � x USB

� Gang ��Amps Switched Metal Socket with � x USB

Part No. Box QtyDescription

IP �� Socket Box

W D1

H

D

L1

The LVE IP �� Socket Box range can be fit a large � gang or � gang socket, they offer dust ingress protection, and is protected against low 

pressure water jets from any direction, is the ideal solution for both outdoor and indoor environments, where a good degree of ingress 

protection is required. 

In addition to its ease of installation, the range is aesthetically pleasing with an unobtrusive, modern and compact design.  

It is CE certified and is made from flame retardant ABS.

WPE�G

WPE�G

��

��

���

���

���

���

��

���

��.�

��.�

��.�

��.�

IP�� Weatherproof Enclosure �Gang

IP�� Weatherproof Enclosure �Gang

Part No. Box QtyDescription
W H L� D D�

Dimensions



119www.liveelectrical.co.uk sales@liveelectrical.co.uk 118www.liveelectrical.co.uk sales@liveelectrical.co.uk 

RCD Socket With Metal Panel

White RCD Socket

RCD Socket Metal Panel

This LVE Socket Panel suitable to RSPST���A/���A RCD Socket.

W

H

D

w

H

D

W

H

D

RS�P � Gang Switched RCD Socket Panel

Part No. Box QtyDescription
Dimensions

�

W H D

������

RSPST���A/���A � Gang Switched RCD Socket ��A ��mA

Part No. Box QtyDescription
W H

Dimensions

�

D

��� �� ��

RSMPS���A/���A � Gang Switched RCD Socket With Metal Cover Plate ��A ��mA

Part No. Box QtyDescription
W H

Dimensions

� ���

D

����

Tripping type: Type A.

Tripping type: Type A.

��Amps Weatherproof Socket IP��

W

H

D 130

5
5

��Amps Weatherproof Switch IP��

��WP�GTKP-� ��� ��� �� Weatherproof ��A �Gang Switched RCD Protected Socket 

Part No. Box QtyDescription
W H D

Dimensions

WPR�G��A Weatherproof ��A �Gang Switched �� ��� ��� ��

Part No. Box QtyDescription
W H D

Dimensions

Tripping type: Type A.

Tripping type: Type A.



121www.liveelectrical.co.uk sales@liveelectrical.co.uk 120www.liveelectrical.co.uk sales@liveelectrical.co.uk 

��Amps Weatherproof Socket IP��

W

H

D 130

5
5

H

W 70

5
5

Features

Description

IP�� Water and dust protection.

Secure & Easy to open lid-catch.

Complies with BS����.

Robust polycarbonate housing.

All cable entries in the � sides have removable blanking caps.

The Weatherproof Socket range comprises a robust polycarbonate enclosure with durable integrated � or � gang Switched Sockets. 

It provides a convenient & safe wall-mounted power point for outdoor equipment such as DIY & garden tools.

��

��

���

���

���

���

��

��

Weatherproof ��A �Gang Switched Socket

Weatherproof ��A �Gang Switched Socket

WP�G��A

WP�G��A

Part No. Box QtyDescription
W H D

Dimensions

��Amps Weatherproof Socket IP��

W

H

D 130

5
5

H

W 70

5
5

WP�G��A-A

WP�G��A-A

Weatherproof ��A �Gang Switched Socket

Weatherproof ��A �Gang Switched Socket

��

��

���

���

���

���

��

��

Part No. Box QtyDescription
W H D

Dimensions

WP�G��A-B

WP�G��A-B

Weatherproof ��A �Gang Switched Socket

Weatherproof ��A �Gang Switched Socket

��

��

���

���

���

���

��

��

Part No. Box QtyDescription
W H D

Dimensions
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��Amp Weatherproof Switch

H H

W W D 52

7
7

The Weatherproof Switch range comprises a robust polycarbonate enclosure incorporating a � or � gang Grid Switch Module arrangement. 

It provides a convenient & safe wall-mounted control for outdoor equipment such as lighting, garden pond pumps, etc up to ��A current 

rating.

Description

Features

Weatherproof and dust-tight ��A Switch.

Configurable Neon indicator.

Multiple Gland entry positions.

Ideal for garden workshop & commercial applications.

IP�� Water and dust protection.

Robust polycarbonate housing.

Ergonomic large switch.

Complies with BS EN�����-�.

Part No. Box QtyDescription
W H D

Dimensions

��

��

��

WP�G�W

WP�G�W

WP�GRP

��

��

��

��

��

��

��

��

��

Weatherproof ��A  �Gang � Way Switch

Weatherproof ��A  �Gang � Way Switch

Weatherproof ��A � Gang � Way retractive

POWER TRACK

SOCKET
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Track Socket

Description 

The track is manufactured from an aluminium alloy which is sturdy, durable and easy to clean. All conductors are insulated where you 

could come in contact with.  The connection rail is covered by an airtight rubber strip to limit dust ingress.  Single terminal versions can be 

installed in any direction.  Standard � pin sockets and USB sockets available.

Technical Date

Track voltage: ���V.

Frequency ratio:  ��Hz.

lP Level: IP��.

Track power: ����W(bidirectional terminal).

Track current: ��A(bidirectional terminal).

Color:Black/Grey/White.

Installation Method: Surface mounted.

50

2

0
.9

8
.6

5405

 TS-P���

TS-P���/G

TS-P���/W

TS-P���

TS-P���/G

TS-P���/W

TS-P���

TS-P���/G

TS-P���/W

TS-P���

TS-P���/G

TS-P���/W

TS-P����

TS-P����/G

TS-P����/W

TS-P����

TS-P����/G

TS-P����/W

TS-P����

TS-P����/G

TS-P����/W

Black Surface mounted ��CM ��A

Grey Surface mounted ��CM ��A

White Surface mounted ��CM ��A

Black Surface mounted ��CM ��A

Grey Surface mounted ��CM ��A

White Surface mounted ��CM ��A

Black Surface mounted ��CM ��A

Grey Surface mounted ��CM ��A

White Surface mounted ��CM ��A

Black Surface mounted ��CM ��A

Grey Surface mounted ��CM ��A

White Surface mounted ��CM ��A

Black Surface mounted ���CM ��A

Grey Surface mounted ���CM ��A

White Surface mounted ���CM ��A

Black Surface mounted ���CM ��A

Grey Surface mounted ���CM ��A

White Surface mounted ���CM ��A

Black Surface mounted ���CM ��A

Grey Surface mounted ���CM ��A

White Surface mounted ���CM ��A

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

��

Part No Description Box Qty
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Track Socket Modules

Technical Date

71

3
5

32 30

TS-GD1S

TS-GD1U

TS-GD2S

TS-GD2U

Technical Date

71

3
5

3023

Black Aluminum + acrylic indicator light Double USB Socket

Golden Aluminum + acrylic indicator light Double USB Socket

Silver Aluminum + acrylic indicator light Double USB Socket

Grey Aluminum + acrylic indicator light Double USB Socket

Black Aluminum + acrylic indicator light ��A Square Socket

Golden Aluminum + acrylic indicator light ��A Square Socket

Silver Aluminum + acrylic indicator light ��A Square Socket

Grey Aluminum + acrylic indicator light ��A Square Socket

���

���

���

���

���

���

���

���

TS-GD�U

TS-GD�U/GO

TS-GD�U/S

TS-GD�U/G

TS-GD�S

TS-GD�S/GO

TS-GD�S/S

TS-GD�S/G

Black Aluminum LED lights Double USB Socket

Golden Aluminum LED lights Double USB Socket

Silver Aluminum LED lights Double USB Socket

Grey Aluminum LED lights Double USB Socket

Black Aluminum LED lights ��A square socket

Golden Aluminum LED lights ��A square socket

Silver Aluminum LED lights ��A square socket

Grey Aluminum LED lights ��A square socket

���

���

���

���

���

���

���

���

TS-GD�U

TS-GD�U/GO

TS-GD�U/S

TS-GD�U/G

TS-GD�S

TS-GD�S/GO

TS-GD�S/S

TS-GD�S/G

Rated Current:��A.

Frequency ratio: ��/��hz.

Color:Black/Grey/Gold/Silver.

Rated Current:��A.

Frequency ratio: ��/��hz.

Color:Black/Grey/Gold/Silver.

Part No. Box QtyDescription

Part No. Box QtyDescription
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Track Socket Modules

TS-GD3S

TS-GD3U

TS-GD6S

TS-GD6U

Technical Date

71

3
5

3032

3
5

30

71

23

Black Aluminum LED lights Double USB socket

Golden Aluminum LED lights Double USB socket

Silver Aluminum LED lights Double USB socket

Grey Aluminum LED lights Double USB socket

Black Aluminum LED lights ��A square socket

Golden Aluminum LED lights ��A square socket

Silver Aluminum LED lights ��A square socket

Grey Aluminum LED lights ��A square socket

���

���

���

���

���

���

���

���

TS-GD�U

TS-GD�U/GO

TS-GD�U/S

TS-GD�U/G

TS-GD�S

TS-GD�S/GO

TS-GD�S/S

TS-GD�S/G

Black Aluminum+Plastic LED light Double USB Socket

Golden Aluminum+Plastic LED light Double USB Socket

Silver Aluminum+Plastic LED light Double USB Socket

Grey Aluminum+Plastic LED light Double USB Socket

Black Aluminum+Plastic LED light ��A Square Socket

Golden Aluminum+Plastic LED light ��A Square Socket

Silver Aluminum+Plastic LED light ��A Square Socket

Grey Aluminum+Plastic LED light ��A Square Socket

���

���

���

���

���

���

���

���

TS-GD�U

TS-GD�U/GO

TS-GD�U/S

TS-GD�U/G

TS-GD�S

TS-GD�S/GO

TS-GD�S/S

TS-GD�S/G

Rated Current:��A.

Frequency ratio: ��/��hz.

Color:Black/Grey/Gold/Silver.

Part No. Box QtyDescription

Technical Date

Rated Current:��A.

Frequency ratio: ��/��hz.

Color:Black/Grey/Gold/Silver.

Part No. Box QtyDescription

Track Socket Modules

TS-GD7S

TS-GD7U

TS-GD10S

TS-GD10U

71

3
5

3032

71

3
5

3023

Black Frosted LED Light Double USB socket

Grey Frosted LED Light Double USB socket

Black Frosted LED Light ��A Square Socket

Grey Frosted LED Light ��A Square Socket

���

���

���

���

TS-GD�U

TS-GD�U/G

TS-GD�S

TS-GD�S/G

Black Frosted LED Light Double USB Socket

Grey Frosted LED Light Double USB Socket

Black Frosted LED Light ��A Square Socket

Grey Frosted LED Light ��A Square Socket

���

���

���

���

TS-GD��U

TS-GD��U/G

TS-GD��S

TS-GD��S/G

Technical Date

Rated Current:��A.

Frequency ratio: ��/��hz.

Color:Black/Grey.

Part No. Box QtyDescription

Technical Date

Rated Current:��A.

Frequency ratio: ��/��hz.

Color:Black/Grey.

Part No. Box QtyDescription



OUTDOOR STRING LIGHT 

AND LED LAMP GLOBE

129www.liveelectrical.co.uk sales@liveelectrical.co.uk 128www.liveelectrical.co.uk sales@liveelectrical.co.uk 

Technical Date

Rated Current:��A.

Frequency ratio: ��/��hz.

Color:Black/Grey/Gold/Silver.

TS-GD22S

TS-GD22U

70

3
5

3032

Track Socket Modules

Black Square Acrylic Surface Indicator Double USB Socket

Golden Square Acrylic Surface Indicator Double USB Socket

Silver Square Acrylic Surface Indicator Double USB Socket

Grey Square Acrylic Surface Indicator Double USB Socket

Black Square Acrylic Surface Indicator ��A Square Socket

Golden Square Acrylic Surface Indicator ��A Square Socket

Silver Square Acrylic Surface Indicator ��A Square Socket

Grey Square Acrylic Surface Indicator ��A Square Socket

TS-GD��U

TS-GD��U/GO

TS-GD��U/S

TS-GD��U/G

TS-GD��S

TS-GD��S/GO

TS-GD��S/S

TS-GD��S/G

Part No. Box QtyDescription

���

���

���

���

���

���

���

���
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Outdoor String Light

500 9000 5000500

Technical Data

LST� ��LED String Lights, ��FT Copper Wires

Part No Description Box Qty

Voltage

Max Power -� Catenary

Max Power -� Catenary

Colour

IP

���-���V

����W

���W

Black

IP��

LED Lamp Globe

44

26

8
2

LSTB ���PCSLED Lamp Globe �.�W φ��MM E�� Thread Type

Part No Description Box Qty
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Outdoor String Light

Part No Description Box Qty

��LST� LED String Lights, ��FT Copper Wires,hanging bulbs holder

LED Lamp Globe

Part No Description Box Qty

LSTB-� Multi-colour LED Lamp Globe �W , φ��MM E�� Thread Type ���

500 9000 5000500

60

44

26

8
2
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PLASTIC JUNCTION BOX&

JUNCTION BOX WITH

TRANSPARENT LID
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LED Plant Growth Lights

Technical Date

Power Source:���V-���VAC.

Socket Type:E��.

Socket:� Sockets with Built-in Hanging Loops.

Total Length (end to end):�.�M.

Bulb Spacing:�M.

Max Power -� Catenary:����W. 

Max Power -� Catenary:���W.

Colour:Black.    

IP Rating:IP��.

�PGL-�� LED String Lights,�Plant Growth Lights(���/���V,��W)

Part No Description Box Qty

LED Plant Growth Bulb

135

103

135

103

8
3

26

PGB LED Plant Growth Lights(���/���V,��W) �

Part No Description Box Qty

500 6000 5000500

25
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Junction Box
Junction Box Round lP ��

80

40

The LVE  junction boxes range is available in a wide range of sizes. They are high-impact and low temperature- resistant for use anywhere 

in the world for virtually any application. 

They are available in a wide variety of sizes and materials for multiple applications: lighting, power, instrumentation and more. For even 

more flexibility, can come complete with terminals, can be pre-drilled, or drilled and fitted with terminals on site.

Features

Standard: IEC �����-� ; IEC �����-��; CEI ��-��.

Degree of protection: IP ��; IP ��.

Installation temperature: Max +�� °C Min -�� °C.

JB���R

JB���R

Round��x�� 

Round��x�� 

IP��

IP��

�pcs Grommets

�pcs Grommets

���

���

Part No. Description IP Rating Knock Out Box Qty

Junction Box With Grommets

100

1
0
0

55
50

JB���S

JB���S

JB���S

JB���S

JB���S

��x��x��

���x���x��

���x��x��

���x���x��

���x���x��

���

���

���

��

��

IP��

IP��

IP��

IP��

IP��

�pcs Grommets

�pcs Grommets

�pcs Grommets

��pcs Grommets

��pcs Grommets

Part No. Description IP Rating Knock Out Box Qty
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Plastic Junction Box

JB���T

JB���T

JB���T

���*���*�� Junction Box with Transparent Lid

���*���*�� Junction Box with Transparent Lid

���*���*��� Junction Box with Transparent Lid

IP��

IP��

IP��

��pcs Grommets

��pcs Grommets

��pcs Grommets

��

��

��

Part No. Description IP Rating Knock Out Box Qty

Junction Box

Junction Box With Smooth Walls

190

2
4
0

90

100

Plan Side

Plan Side

Plan Side

Plan Side

Plan Side

Plan Side

Plan Side

Plan Side

���

���

��

��

��

��

�

�

JB���B

JB���B

JB���B

JB���B

JB���B

JB���B

JB���B

JB���B

���x���x��

���x��x��

���x���x��

���x���x��

���x���x��

���x���x���

���x���x���

���x���x���

IP��

IP��

IP��

IP��

IP��

IP��

IP��

IP��

Part No. Description IP Rating Knock Out Box Qty
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Terminal Blocks

11.7mm

4
0
.2

m
m

R2.4mm

R6.0mm

R4.3mm

R2mm 50.3mm

6
3
.5

m
m

R1.7mm R3.8mm

11.7mm

The LIVE terminal blocks is designed in � colors to ensure you can match to each installation. The versatile terminal blocks provide a quick 

and easy solution for making additional terminations safe for any application.

� Way terminal block is designed to accommodate cables ranging from �.� mm² to �� mm², making it suitable for a wide range of 

applications. Its versatile design allows for easy connection of multiple cables, while its lockable feature and sealable lid provide added 

security. It comes with blanking pieces, allowing you to seal off unused connection points, ensuring optimal safety. Its hexagon screw 

ensures that the connections are firmly held in place, providing a reliable and stable connection. Ideal for your electrical connection needs.

� way ���A rated connector block.

Lockable design, can be locked with wire seal.

With five connection points, you can easily connect cables.

Unique design allows you to join multiple terminal blocks together.

Cover fixing method:�mm  Allen key , fixed with screws.

Available in � colours (brown, grey, black, blue & green).

Cable entry � holes on the top, � holes on the bottom.

Terminal cable capacity:�.�mm² - ��mm².

Screw type hexagon screw.

Standard BS ����:����.

Frequency:��Hz.

Material: brass+PBT.

IP��.

Part No Description

TB�P���-Grey

TB�P���-Black

TB�P���-Brown

TB�P���-Blue

TB�P���-Green

Grey Terminal Blocks �P���A ,Terminal Capaticy up to ��mm²

Black Terminal Blocks �P���A ,Terminal Capaticy up to ��mm²

Brown Terminal Blocks �P���A ,Terminal Capaticy up to ��mm²

Blue Terminal Blocks �P���A ,Terminal Capaticy up to ��mm²

Green Terminal Blocks �P���A ,Terminal Capaticy up to ��mm²

Features

Mini Junction box 

W D

Part No. Description Box Qty Dimensions
W H D

Mini Junction box JBC�-�� ��� �� �� ��



SMART EV CHARGING STATION 

WITH SOCKET OUTLET
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EVCSP���SHA/B

EVCSP���SHA/S

Smart EV Charging Station �.�Kw ��A with Socket outlet/ black

Smart EV Charging Station �.�Kw ��A with Socket outlet/silver

�

�

Part No Description Box Qty

No earth rod required 

PME PEN loss protection 

Working TNCS and TT system

Default Off -peak charging included 

Random delay monitoring included 

Demand Side Respond Service（Optional）

Anti-tamper included 

Total power monitoring 

Home load balance monitoring（Optional）

Residential solar power system monitoring (Optional) 

Energy storage system/Battery monitoring (Optional) 

Wifi & Ethernet/RJ�� & Blue tooth connectivity 

x� independent AC Contactor 

x� RFID cards for Off-line Charge 

App Smart charging 

x� independent MID meter 

Auto Test 

Ground test 

Compliant with ETSI EN ��� ��� 

Commercial use to sell electricity (Optional) 

Internet/ Wifi Reset Button

Smart EV Charging Station with Socket outlet

Technical Date

240130

4
0

0



R290 AIR SOURCE 

HEAT PUMP
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R��� Air Source Heat Pump

Direct current inverter compressor good running at ultra-low temperature environment.

With many advantages such as low carbon emis-sion and high efficiency, R��� refrigerant is recog-nized as a refrigerant with the most 

development potential in the industry, which contributes to the reduction of carbon emission and help achieve the global goal of 

carbon neutrality.

Free WI-FI, intelligent control any time, anywhere.

Ultra low noise, enjoy the comfortable environment.

Features

�.�~�.��

�.��~�.��

�.��~��.��

�.��~�.��

�.��~��.��

�.��~��.��

�.��~�.��

�.��~��.��

ERP level ( outlet water temp. at ��℃ ) 

Sound pressure at �m distance 

Max outet water temperature 

Water piping connections 

Water Pressure drop(max) 

Operating temperature range (heating mode) 

Operating temperature range (cooling mode) 

Unpacked dimensions ( L*D*H ) 

Packed dimensions ( L*D*H ) 

����*���*���

����*���*����

���

���

��

��

DN �� (�-�/�")

��

����*���*����

����*���*����

���

���

LHP-���TC� LHP-���TC� LHP-���TC� LHP-���TC� LHP-���TC�

Power supply

Nominal Heating

(Max)

(A�/�℃,W��/��℃)

Nominal Heating

 (Max)

(A�/�℃,W��/��℃)

Nominal Cooling

(Max)

(A��/��℃,W��/� ℃)

Heating capacity

Power input

Current input

Heating capacity

Power input

Curent input

Cooling capacity

Pover input

Current input

Max. input powver 

Max. input current 

Refrigerant 

Rated water flow 

Fan quantity 

Fan motor type 

Compressor 

Circulating pump 

IP dass 

UnPacked weight 

Packed weight

V/PhVHz

kW

kW

A

kW

kW

A

kW

kW

A

/

kW

A

/

m³/h

/

/

/

/

/

dB(A)

℃

/

kPa

℃

℃

mm

mm

kg

kg

���-���/�/��

�.��~�.�

�.��~�.��

�.�~�.��

�.��~�.��

�.��~�. ��

�.��-��.��

�.��~�.��

�.��~�.��

�.��~��.��

A+++

�.�� 

��.�� 

R���

�.�� 

�

���-���/�/��

�.��~��.��

�.��~�.��

�.��~��.��

�.��~��.��

�.��~�.��

�.��~��.��

�.��~��.�

�.��~�.��

�.��~��.��

A+++

�.�� 

��.�� 

R���

�.��

�

���~���/�/��

�.��~��.��

�.��~�.��

�.��~�.��

�.�� ~��.��

�.��~�.��

�.��~�.��

�.��~��.�

�.��~�.��

�.��~�.��

A+++

�.��

��.�� 

R���

�.��

�

���-���V/�/��

�.��~��.�

�.�~�.��

�.��~��.��

�.��~��.��

�.��~�.��

�.��~��.��

�.��~��.��

�.��~�.��

�.��~��.�

A+++

�.�� 

��.�� 

R���

�.�� 

�

���-���/�/��

�.��~��.�

A+++

��.�� 

��.�� 

R���

�.�� 

�

DC inverter    

DC inverter    

Imverter type / Built-in    

IPX�    

��

��

DN �� (�”)

��

����*���*���

����*���*���

���

���

��

��

DN �� (�”)

��

����*���*���

����*���*����

���

���

��

��

DN �� (�”)

��

-��~��

��~��

��

��

DN �� (�-�/�")

��

����*���*����

����*���*����

���

���

Part No
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ENC��-PV�/� �� way solar consumer unit DC���V ,� input � output �

Part No. Description Box Qty

DC Fuse Both Protection Of Positive And Negative Poles.

DC Circuit Breaker For Isolating Circuits And Maintenance.

DC ����V Surge Protector.

Method A: Solar Connector Wiring ( Replaceable + and - ).

Method B: Direct Wiring With Fuse.

Fitted with ��x�� ��A Photovoltaic Fuse.

Fitted with ��A ����VDC Photovoltaic Fuse Holder with light.

Fitted with �P ��A DC���V Circuit Breaker.

Fitted with �P/��-��KA DC ����V Surge Protector.

Fitted with ����VDC Photovoltaic Gland Connector.

IP�� design,waterproof,anti dust and anti ultraviolet.

Strict test for high and low temperature,used widely .

Flexible connection and simple installation.

The simplified system wiring.

297

2
5

6

137

297

1
3

7

O.OFF O.OFF

IEC/EN60898-2
C63
Icn=6kA
1000V DC

DCM263C

1

2

3

4

Green:OK Red: Defect

DC Surge protector

SPV���

Ucpv

In

Imax

Up

����V d.c

��kA

��kA T�

≤4.0kV

IEC/EN�����-��

Green:OK Red: Defect

DC Surge protector

SPV���

Ucpv

In

Imax

Up

����V d.c

��kA

��kA T�

≤4.0kV

IEC/EN�����-��

DC+ DC-

PE

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

Function

Configuration List

�+

�+

�+

�+

�-

�-

�-

�-

INPUT

DC����V

OUTPUT

FU�+

FU�+

FU�+

FU�+

FU�-

FU�-

FU�-

FU�-

SPD

��Way Solar Consumer Unit
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IP�� design,waterproof,anti dust and anti ultraviolet.

Strict test for high and low temperature,used widely .

Flexible connection and simple installation.

The simplified system wiring.

DC Fuse Both Protection Of Positive And Negative Poles.

DC Circuit Breaker For Isolating Circuits And Maintenance.

DC ����V Surge Protector.

Method A: Solar Connector Wiring ( Replaceable + and - ).

Method B: Direct Wiring With Fuse.

Function

Configuration List

Fitted with ��x�� ��A Photovoltaic Fuse.

Fitted with ��A ����VDC Photovoltaic Fuse Holder with light.

Fitted with �P ��A DC����v Circuit Breaker.

Fitted with �P/��-��KA DC ����v Surge Protector.

Fitted with ����VDC Photovoltaic Gland Connector.

ENC��-PV�/� �� way solar consumer unit DC����V ,� input � output �

Part No. Description Box Qty

��Way Solar Consumer Unit

�+

�+

�+

�+

�-

�-

�-

�-

INPUT

DC����V

OUTPUT

FU�+

FU�+

FU�+

FU�+

FU�-

FU�-

FU�-

FU�-

QF

D�

D�

D�

D�

140

410

1
4

0

410

2
8

5 O.OFF O.OFF

Green:OK Red: Defect

DC Surge protector

SPV���

Ucpv

In

Imax

Up

����V d.c

��kA

��kA T�

≤4.0kV

IEC/EN�����-��

Green:OK Red: Defect

DC Surge protector

SPV���

Ucpv

In

Imax

Up

����V d.c

��kA

��kA T�

≤4.0kV

IEC/EN�����-��

DC+ DC-

PE

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

PV32-1038X
∅��X��

��A
����V DC

IEC/EN�����-� BS��-�

O.OFF O.OFF

DC Miniature Circuit Breakers

Technical Data

�POLE �KA DC MINIATURE CIRCUIT BREAKERS

Rated current In (A) :�,��,��,��,��,��,��,��,��.

Rated voltage Ue(DC): ���V(�P).

Rated breaking capacity(A): �KA .

Thermo-magnetic release characteristic: C.

Contact position degree: IP�� .

IEC/EN�����-�.

��

��

��

�
�

�
�

.�

�
�

��

��

��

��

��

��

��

��

��

��

��

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

�Pole �Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

Description Box QtyPart No

�P DC Miniature Circuit Breaker

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

DCM���C

�Pole �Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

�Pole ��Amps C Curve �kA DC MCB

��

��

��

��

��

��

��

��

��

Description Box QtyPart No

70.5

8
1

50 16

4
53
6

Technical Data

�POLE �KA DC MINIATURE CIRCUIT BREAKERS

Rated current In (A) :�,��,��,��,��,��,��,��,��.

Rated voltage Ue(DC): ����V(�P).

Rated breaking capacity(A): �KA .

Thermo-magnetic release characteristic: C.

Contact position degree: IP�� .

IEC/EN�����-�.



147www.liveelectrical.co.uk sales@liveelectrical.co.uk 146www.liveelectrical.co.uk sales@liveelectrical.co.uk 

NC COM NO

DC+ DC—PE

CIRCUIT DIAGRAM

DC Surge Protection Device

��

�
�

�
�

��

�
�

��

�
�

��

�
�

�

Developed in line with recent advancements, the DC SPD ����V 

series of surge arresters are designed to have a continuous 

maximum operating voltage of ����V. The surge arresters are 

packed with high-pressure sensors to detect failures and are made 

from high-quality materials that prevent damage from weather 

.They comply with BS EN�����-��

Type �+� DC SPD solar photovoltaic application.

IEC /EN�����-��.

Thermal disconnect for fault indication.

Plug-in Protection Module,Easily Installation andMaintainance.

High Energy Varistor，Response Time Less Than ��Nanosecond.

Optional Remote Signalling.

Technical Data

TYPE �+� DC SURGE PROTECTION DEVICE

Open Voltage（Uoc Max）：���VDC,����VDC,����VDC.

Type：Type�+�.

Lightning pulse current (Iimp)：��.�kA.

Max Continuous Operational Voltage（Uc）：����VDC.

Nominal discharge current (In)：��kA.

Maximum discharge current( Imax)：��kA.

Voltage protection level (Up)：≤�.�kV.

Protection degree：IP��.

Ambient Temperature：-��℃~+��℃.

Number of Poles：�Poles,�Poles.

Part No. Description Box Qty

SPV���T �Pole ��KA/��KA Type� DC Surge Protection Device Up To ����V ��

DC Surge Protection Device

��

�
�

�
�

��

�
�

��

�
�

��

�
�

Type � DC SPD solar photovoltaic application.

According to IEC /EN�����-��.

Thermal disconnect for fault indication.

Plug-in Protection Module,Easily Installation andMaintainance.

High Energy Varistor，Response Time Less Than ��Nanosecond.

Optional Remote Signalling.

Developed in line with recent advancements, the DC SPD ����V 

series of surge arresters are designed to have a continuous 

maximum operating voltage of ����V. The surge arresters are 

packed with high-pressure sensors to detect failures and are made 

from high-quality materials that prevent damage from weather 

.They comply with BS EN�����-��

Technical Data

Open Voltage（Uoc Max） ：���VDC,����VDC,����VDC.

Type：Type�.

Max Continuous Operational Voltage（Uc）：����VDC.

Nominal discharge current (In)：��kA.

Maximum discharge current( Imax)：��kA.

Voltage protection level (Up)：≤�.�kV.

Protection degree：IP��.

Ambient Temperature：-��℃~+��℃.

Number of Poles：�Poles,�Poles.

TYPE � DC SURGE PROTECTION DEVICE

��

�
�

�
�

��

�
�

��

�
�

PE

Part No. Description Box Qty

SPV���

SPV���

SPV���/�

SPV���/�

�Pole ��KA/��KAType� Dc Surge Protection Device Up To ����V

�Pole ��KA/��KAType� DC Surge Protection Device Up To ����V

�Pole ��KA/��KA Type DC Surge Protection Device UP To ���V

�Pole ��KA/��KAType DC Surge Protection Device UP To ����V

��

��

��

��
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Photovoltaic Fuse Holder

��

�
�

�
�

��

��

Technical Data

Rated Voltage：DC����V.

Rated Current：��A.

Standard：IEC/EN�����-�,BS��-�.

Part No. Description Fuse Size 
Max Rated

Current

Function

Class

PV��-����X
��A ����VDC Photovoltaic Fuse Holder 

with light Without Fuse
��X�� ��A gPV

Photovoltaic Fuse Holder

84.2

1
0

128.5

8
3

4
7

.5

6
0

18

The Photovoltaic Fuse Holder is used in the photovoltaic combiner box to provide safe and reliable protection for overload and short-

circuit current faults of PV modules and PV arrays.

Rated Voltage：DC����V.

Rated Current：��A.

Standard：IEC/EN�����-�,BS��-�.

Technical Data

PV��-����
��A ����VDC Photovoltaic Fuse Holder 

Without Fuse
��X��

Part No. Description Fuse Size 
Max Rated

Current

Function

Class

��A gPV

Photovoltaic Fuse

8
5

10 10

3
8

��X�� ����VDC PHOTOVOLTAIC FUSE

��X�� ����VDC PHOTOVOLTAIC FUSE

Part No. Description

PV-FU�A��

PV-FU�A��

PV-FU�A��

PV-FU�A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

�A ��x�� ����VDC Photovoltaic Fuse

�A ��x�� ����VDC Photovoltaic Fuse

�A ��x�� ����VDC Photovoltaic Fuse

�A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

Function Class Breaking Capacity (kA)

gPV

gPV

gPV

gPV

gPV

gPV

gPV

gPV

gPV

gPV

gPV

gPV

��

��

��

��

��

��

��

��

��

��

��

��

Part No. Description

PV-FU�A��

PV-FU�A��

PV-FU�A��

PV-FU�A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

PV-FU��A��

�A ��x�� ����VDC Photovoltaic Fuse

�A ��x�� ����VDC Photovoltaic Fuse

�A ��x�� ����VDC Photovoltaic Fuse

�A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

��A ��x�� ����VDC Photovoltaic Fuse

Function Class Breaking Capacity (kA)

gPV

gPV

gPV

gPV

gPV

gPV

gPV

gPV

gPV

gPV

��

��

��

��

��

��

��

��

��

��
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Photovoltaic DC Switch

Closing time：about �ms.

The cover can only be removed in the "off" position.

IP�� rated.

IEC�����-�.

Grounding terminal.

Operation temperature：-��℃~+��℃.

Part No. Description Box Qty

LGF��-��P�

LGF��-��P�

LGF��-��P�

LGF��-��P�

�P ��A IP�� Photovoltaic DC Switch

�P ��A IP�� Photovoltaic DC Switch

�P ��A IP�� Photovoltaic DC Switch

�P ��A IP�� Photovoltaic DC Switch

�

�

�

�

Each pole contact is  equipped with an arc 

extinguishing system that can extinguish the arc 

immediately when the switch is closed.

161
144.2

8
7
.6

1
0
4

101

8
6

∅25.5

7
6
.5

11
.1

Features

No. Ue Ie

�

�

�

�

���V

���V

����V

����V

��A

��A

��A

��A

Connection circuit

1

2

3

4

5

6

7

8

load

DC Rotary Isolator

D1 D2 W

H

A

B

The LVE DC rotary isolator switch range is manufactured from tough, durable thermoplastic. all rated for installation and use as switch-

disconecfors and all with options allowing for“ lockable off” operation.

IP Rating IP��.            

Tough durable thermoplastic construction.

Interlock front cover can only be removed when in the OFF position.

Manufactured to BS EN �����-�.

Operating Voltage: ���V/����V DC.

Cable entry knockout on enclosures.

Part No Description Box Qty
Dimensions

RI��DC

RI��DC

RI��DC

RI��DC

��

��

��

��

���

���

���

���

���

���

���

���

� Pole ��A DC Rotary Isolator

� Pole ��A DC Rotary Isolator

� Pole ��A DC Rotary Isolator

� Pole ��A DC Rotary Isolator

��

��

��

��

��

��

��

��

��

��

��

��

���

���

���

���

W H A BD� D�

DC Rotary Isolator Switch

8
3

61 90

2P

5 7

6 8

4P

1 3

2 4

5 7

6 8

4T

1 3

2 4

5 7

6 8

4B

1 3

2 4

5 7

6 8

4S

1 3

2 4

5 7

6 8

1 3

2 4

5 7

6 8

2H

1 3 5 7

2468

1 3 5 7

2468

1 3 5 7

2468

1 3 5 7

2468

1 3 5 7

2468

1 3 5 7

2468

IEC / EN �����-�

DC -PV� DC -PV�/��B 

Ui =����V Uimp =�kV  

Ambient Temperarure :-��℃~+��℃

lthe Solar at ��℃=��Amps

lthe Solar at ��℃=��AmpS

Mounting Type 

Switch body :IP��

RIS��DC

RIS��DC

RIS��DC

RIS��DC

�Pole ��A Dc Rotary Isolator Switch

�Pole ��A Dc Rotary Isolator Switch

�Pole ��A Dc Rotary Isolator Switch

�Pole ��A Dc Rotary Isolator Switch

��

��

��

��

Part No Description Box Qty

Features & Benefits

Features & Benefits
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PV-SCB ����V Solar photovoltaic Connector ����

Part No. Description Box Qty

Rated voltage：����V DC.

Rated current：��A.

Test voltage：�kV(��HZ,�min).

Ambient temperature range：-��℃...+��℃.

Upper limiting temperature：+���℃.

IP Rating：IP��.

Contact resistance of plug connector ：�.�mΩ.

Safety Class：Ⅱ.

Insulation material：PC/PPO.

Corrosion test grade：IEC �����-�-��.

Photovoltaic Gland Connector

Technical Data

∅6

∅4

1
4

3
0

.5

∅6

3
5

.7

∅5.2

5
8

∅19

5
1

5
3

∅19

4
6

PV-SCL ����V Solar photovoltaic Connector ���

Part No. Description Box Qty

Rated voltage：����V DC.

Rated current：≤��A.

Test voltage：�kV(��HZ,�min).

Ambient temperature range：-��℃...+��℃.

Upper limiting temperature：+���℃.

IP Rating：IP��.

Contact resistance of plug connector：�.�mΩ.

Safety Class：Ⅱ.

Insulation material：PC/PPO.

Corrosion test grade：IEC �����-�-��.

Photovoltaic Cable Connector

Technical Data

∅6

∅4

1
4

3
0
.5

∅6

3
5
.7

∅5.2

6
9

∅19

5
1

6
6

∅19

4
6

Fuse Connector

9
0

.5

∅22

6
3

8
2

∅19

5
1

∅27 ∅11.7

∅4

11

3
2

.2

∅11.7

11

3
5

.8

∅5

Technical Data

Rated voltage：����V DC.

Suitable fuse：≤��A，��X�� Fuse.

Ambient temperature range：-��℃...+��℃.

IP Rating：IP��.

Contact material：Tin plated copper.

Insulation material：PPO.

Corrosion test Grade：IEC �����.

PV-FC���� ����V fuse connector without fuse ���

Part No. Description Box Qty

Type -T Branch Connector

Technical Data

Insulation Material： PPO.

Contact Material： Copper,Tin plated.

Suitable Current：��A.

Rated Voltage：����V.

Test Voltage：�KV.

Contact Resistance：<�.�mΩ.

IP Rating：IP��.

Ambient Temperature Range：-��℃~+��℃.

Pin Dimensions：φ�mm.

108

4
1

2
2

62.5

108

4
1

2
2

60.5

PV-BCT� ����V Type-T Branch Connector,Two branches ���

Part No. Description Box Qty
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Type -T Branch Connector

Technical Data

PV-BCT� ����V Type-T Branch Connector,Three branches ���

Part No. Description Box Qty

108

6
2
.5

2
2

62.5

2
2

108

2
2

60.5

6
2
.5

2
2

Insulation Material：PPO.

Contact Material： Copper,Tin plated.

Suitable Current：��A.

Rated Voltage：����V.

Test Voltage：�KV.

Contact Resistance：<�.�mΩ.

IP Rating：IP��.

Ambient Temperature Range：-��℃~+��℃.

Safety Class：Ⅱ.

Pin Dimensions：φ�mm.

Type -T Branch Connector

108

8
4

2
2

62.5

2
2

2
2

108

2
2

60.5

2
2

2
2

8
4

Technical Data

Insulation Material： PPO.

Contact Material： Copper,Tin plated.

Suitable Current：��A.

Rated Voltage：����V.

Test Voltage：�KV.

Contact Resistance：<�.�mΩ.

IP Rating：IP��.

Ambient Temperature Range：-��℃~+��℃.

Safety Class：Ⅱ.

Pin Dimensions：φ�mm.

PV-BCT� ����V Type-T Branch Connector,Four branches ���

Part No. Description Box Qty

Type -Y Photovoltaic Branch Connector

280

280

Technical Data

Connector system：φ�mm.

Rated voltage：����VDC.

Rated current：��A.

Test voltage：�kV(��HZ,�min).

Ambient temperature range：-��℃...+��℃.

Upper limiting temperature：+���℃.

IP Rating：IP��.

Contact resistance of plug connector：�.�mΩ.

Safety Class：Ⅱ.

Insulation material：PC/PA.

Corrosion test grade：IEC �����-�-��.

Part No. Description Box Qty

PV-BCY� ����VDC Type-Y Branch Connector,Two Branches ���

Type -Y Photovoltaic Branch Connector

300

Technical Data

Connector system：φ�mm.

Rated voltage：����VDC.

Rated current： ��A.

Test voltage：�kV(��HZ,�min).

Ambient temperature range：-��℃...+��℃.

Upper limiting temperature：+���℃.

IP Rating：IP��.

Contact resistance of plug connector：�.�mΩ.

Safety Class：Ⅱ.

Insulation material：PC/PA.

Corrosion test grade：IEC �����-�-��.

PV-BCY� ����VDC Type-Y Branch Connector,Three Branches ��

Part No. Description Box Qty
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Type -Y Photovoltaic Branch Connector

Technical Data

Connector system：φ�mm.

Rated voltage:����VDC.

Rated current: ��A.

Test voltage:�kV(��HZ,�min).

Ambient temperature range:-��℃...+��℃.

Upper limiting temperature:+���℃.

IP Rating:IP��.

Contact resistance of plug connector :�.�mΩ.

Safety Class:Ⅱ.

Insulation material:PC/PA.

Corrosion test grade:IEC �����-�-��.

445

Part No. Description Box Qty

PV-BCY� ����VDC Type-Y Branch Connector,Four Branches ��

Technical Data

Feature

Solar DC Connector Spanners

Application：����V solar connector.

Color：Black.

Material：ABS.

Handle：Straight.
PV-STM�� Solar DC Connector Spanners For ����V ���

Part No. Description Box Qty

30

41

1
3

3

1500V

Labor saving ��% .

Dual color anti slip handle and convenient operation.

Durable.

Diode connector

2
0

112

Technical Data

Rated Voltage：����V DC.

Contact materials：Tin plated copper.

Rated Current：��A/��A/��A.

Standard：IEC �����.

IP Rating：IP��.

Contact Resistance：≤�.�mΩ.

Ambient Temperature：-��°C~��°C.

Insulation Materical：PPO.

PV-DC��

PV-DC��

PV-DC��

��A ����VDC Diode connector

��A ����VDC Diode connector

��A ����VDC Diode connector

���

���

���

Part No. Description Box Qty
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Plastic Blanking Cover

80

5
5

1
0
0

50

Design Features

Part No Description

PBC��-��

PBC��-���

��*�� Blanking Cover

��*��� Blanking Cover

Padlock

18

2
1

21

1
4

Design Features

Part No Description

PLK Metal Consumer unit Padlock
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Mounting bracket suitable for LSMC series metal consumer unit.

Metal Consumer unit Mounting Bracket

Design Features

� Way Metal Clad Consumer Unit Mounting Bracket

� Way Metal Clad Consumer Unit Mounting Bracket

� Way Metal Clad Consumer Unit Mounting Bracket

�� Way Metal Clad Consumer Unit Mounting Bracket

�� Way Metal Clad Consumer Unit Mounting Bracket

�� Way Metal Clad Consumer Unit Mounting Bracket

�� Way Metal Clad Consumer Unit Mounting Bracket

�� Way Metal Clad Consumer Unit Mounting Bracket

�� Way Metal Clad Consumer Unit Mounting Bracket

�� Way Metal Clad Consumer Unit Mounting Bracket

LS-MB��

LS-MB��

LS-MB��

LS-MB��

LS-MB��

LS-MB��

LS-MB��

LS-MB��

LS-MB��

LS-MB��

Part No Description

Connector Block

W

H

D

Secure Sealable Lid.

� Cables Per Pole Capacity.

Manufactured to EN �����-�-�.

Working voltage: ���V.

Current Rating: ��� Amps.

IP rating: IP��.

Easy Knockout Entries.

��

��

���

��

��

���

��

��

LCBS

LCBD

Single Pole Connector box with terminal bar

Double Pole Connector Box with terminal bar

Part No. Description Box Qty Dimensions
W H D

Mushroom Head Stop Push Button

6
7

54
62

89
113

54
62

89

6
7

2
2
.5

Legend PlateIP rating: IP��

Contact Type: � NC

Ith: ��A   Ui:���V   Uimp:�kA   AC��: ���V  �A

��mm cable entry knock-outs on the top and bottom

Complies with BS EN�����-�-�

Suitable for use with ��.�mm push buttons, selector switches 

and key operated switches.

���

���

��

SPB

SPBKEY

LEGEND

� Way Mushroom Head Stop Push Button

� Way Mushroom Head Stop Push Button With Key Reset

Emergency Stop Legend Plate

Part No. Description Box Qty

Mushroom Head Emergency Button

4070

4
0

3
0

21

3
0

4
0

3
0

21

3
0

75

IP rating: IP��

Contact Type: � NC

Ith: ��A   Ui:���V   Uimp:�kA   AC��: ���V  �A

��mm cable entry knock-outs on the top anda bottom

Complies with BS EN�����-�-�

Part No. Description Box Qty

��

��

SPB�NC

NCS-�

N/C Emergency stop switch

N/C Switch

W
(mm)

H
(mm)

D
(mm)

H

D

E

W

F

G

E
(mm)

F
(mm)

G
(mm)

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

���

��

��

��

��

��

��

��

��

��

��

���

���

���

���

���

���

���

���

���

���

�

�

�

�

�

�

�

�

�

�

��

��

��

���

���

���

���

���

���

���
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Copper Busbar

Single Pole-���A-� Meter-��mm�-�� Pin

Double Pole-���A-� Meter-��mm�-�� Pin

� Pole-���A-� Meter-��mm�-�� Pin

DPN-��A-� Meter-��mm�-��� Pin

DPN��A

Part No. Description Nominal Current

DPN ��A

Copper Busbar
�.�mm �mm �mm ��.�mm ��.�mm ����mm ���

��A ���V ���mm

Nominal Voltage Cross Section

A B C D E Length Pole

SPC���
Single Pole ���A

Copper Busbar
�.�mm �mm �mm ��.�mm ��.�mm ����mm ��

���A ���V ���mm

Part No. Description Nominal Current Nominal Voltage Cross Section

A B C D E Length Pole

DPC���
Double Pole ���A

Copper Busbar
�mm �mm ��mm ��.�mm ��.�mm ����mm ��

���A ���V ���mm

Part No. Description Nominal Current Nominal Voltage Cross Section

A B C D E Length Pole

TPC���
� Pole ���A

Copper Busbar
�.�mm �mm �mm ��.�mm ��.�mm ����mm ��

���A ���V ���mm

Part No. Description Nominal Current Nominal Voltage Cross Section

A B C D E Length Pole

Copper Busbar
� Pole-��A U-type copper busbar

DPCU��/�
�P ��A �Pin U-type 

copper busbar
���V ��mm�.�mm ��A

Part No. Description Nominal Current Nominal Voltage Cross SectionThickness

18 6 12

L1 L2/N L1 L2/N

7

Earth Rods

Features

Copper bond earth rods probably offer the installer the best and most economical earth rodsavailable.They are made by molecularly 

bonding ��.�% pure electrolytic copper onto a low-carbon steel core. 

Copper thickness standard ��� microns. 

�.��Kg 

BS EN �����-�,BS����;

LEVCS-ER ��x����mm Earth Rods

Part No Description Box Qty
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Accessories
MCB Type Terminal Block ���A

Busbar Cap

Plastic Blank

18

7
8

45

3
5

67

4
5

22

65

16

4
5

8
2

18

13

1
6

1
7

513

5

New MCB Type Terminal Block ���A

50

4
5

66
70

9
18
3

17.5

This LVE Terminal Block allows ���A tap off from distribution board or pan 

assembly outgoing way. It can be mounted in Din Rail. It can be fitted 
�directly onto busbar, cable capacity is �� mm .

��TBL���
�MCB Type Terminal Block ���A ��mm

Part No Description Box Qty

��

��

��

TBLN���

TBLX-G

TBLX-R

NEW MCB Type Terminal Block ���A

NEW MCB Type Terminal Block ���A With Green Light

NEW MCB Type Terminal Block ���A With Red Light

Part No Description Box Qty

LVE Insulating caps are protected unused outgoing terminals of the busbar.

���Busbarcap Busbar Cap Red ��� / PK

Part No Description Box Qty

Single module MCB blank which clips into the consumer unit / TPN board.

PCUBLANK Plastic Consumer Unit Blank ��

Part No Description Box Qty

Accessories

Single Phasing Kit

Earth Terminal Block

���

���

ET�W

ET�W

� Way Earth Terminal Block

� Way Earth Terminal Block

Part No. Description Box Qty

1
2

1
8

41.5
8.513

Φ8

Φ5.2

1
2

1
8

8.514
77.5

Φ8

Φ5.2

44

5
0

12

2
0

2

20
16

3
0

Metal Blank

55

1
8

6

Single module MCB blank which clips into the consumer unit / TPN board cover.

�MCUBLANK
Metal Blank for Metal Consumer unit and 

Three Phase Board

Part No Description Box Qty

� × warning labels        

� × numbered ID labels         

� × Busbar

�TPNKIT
Single Phase Kit for Three Phase 

Distribution Board

Part No Description Box Qty
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PG Thread Type Nylon Cable Gland

63

7
0

79

45

32

67

6
3

Thread type: PG.

Material:  Nylon��, sealing ring is made of NBR.

Fire Rating: UL��V-�;UL��V-�(optional).

Protection degree: IP��.

Temperature Resistance: -��°C (-��°F) to ��� °C(���°F), short time to ��� °C(���°F).

Connection Thread Norms:EN����� / DIN�����.

Thread length: Standard thread type is used for the equipment which has inner thread or for the thin board. Longer thread type is used 

for the thick panel.

Function: These cable glands are designed to withstand water, dust, salt, acid-base, alcohol, oil and common solvent. Extremely easy 

installation, simply insert cable through the assembled gland and tighten gland locknut until cable is secured.

Part No. Cable Range(mm) Thread O.D.(mm) Mounting hole diameter(mm)

NPG�

NPG�

NPG��

NPG��

NPG��

NPG��

NPG��

NPG��

NPG��

NPG��

NPG��

NPG��

NPG��

�-�.�

�-�

�-��

�-��

��-��

��-��

��-��

��-��

��-��

��-��

��-��

��-��

��-��

��.�

��.�

��.�

��.�

��.�

��

��.�

��

��

��

��

��.�

��

��.�-��.�

��.�-��.�

��.�-��.�

��.�-��.�

��.�-��.�

��-��.�

��.�-��.�

��-��.�

��-��.�

��-��.�

��-��.�

��.�-��.�

��-��.�

Material:Nylon PA,Seal:NBR/EPDM.

Protection class:IP��.

Environment Temperature:from -��℃ to ���℃ (���C,short term).

Product Color:Black,Orange.

Cable Gland

41

4
2

46

25

26

52

4
1

PG�� �-�� �� ��-��.� ���

Part No. Cable Range(mm) Thread O.D.(mm) Panel Mounting Hole(mm) Box Qty



Terms And Conditions

1.VAT

2.Payment

3.Sending you the goods

4.Receiving orders

5.Availability

6.Cancellation

7.Returns

8.24-Month Guarantee

9.Our mistakes

10.Unexpected circumstances

Live Electrical Distribution(UK)Ltd is registered at 4 

Queensmead Place,Textilose Road, Manchester,M17 1PH 

(number 07429017).VAT Registration Number 151265629
When you (the person named on the order) place an orderwith 

us, we will do business with you under the following terms.

Where we do not offer credit facilities all our goods are on 

a payment-with-order basis. If credit facilities are offered 

payment shall be received within ��-�� days from date of 

invoice unless specified in writing. Payments shall not be 

witheld due to unrelated claims made by the purchaser 

against the seller. Late payment charges of �% per month 

on any outstanding invoice will be levied on overdue 

payments.

24

CERTIFICATION



Memorandum



Memorandum
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